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SECTI ON A - SUPPLEMENTAL | NFORVATI ON

MODI FI CATI ON P00013

PREVI QUS CONTRACT AMOUNT: $7,072, 052
AMOUNT OF THI S MODI FI CATI ON: $ 72,960
NEW CONTRACT AMOUNT: $7, 145, 012

Modi fi cation PO0013 is issued to incorporate the follow ng changes into the contract:

1. Roll-out Cerenony.

a. The Contractor shall host a "roll-out" ceremony at its facility on 20 Mar 01. The cerenpny shall include attendance and
short speeches by various dignitaries, including General Oficer(s) and nedia. The Contractor shall have static displays
avail abl e, including the ILS SLEP vehicle, with signs or other nethods that explain the SLEP changes to the vehicles. Prior to
the formal cerenpny, the Contractor shall conduct a short plant tour for the personnel attending the cerenpny. Additional plant
tours shall be provided during the day if required. The Contractor shall nmake a conference room avail able for Governnent program
briefings during the day. The detailed agenda for the cerenony shall be coordinated between the Governnent and the Contractor.

b. New contract paragraph C 38 (attached as part of this nodification) is hereby added to the contract to incorporate this
action.

c. CLIN 1013AA is hereby created in the amount of $10,228 to conpensate the Contractor for its costs for this action. CLIN
1013AA is a FirmFixed-Price CLIN

2. The contract training requirenments are hereby revised to require separate classes for Devel opnental Testing (DT) and
Operational Testing (OT) for both operator and mai ntenance training (a total of four classes). Each of the classes will be
limted to a total time of 40 hours. The requirenment for maintenance training to include on-vehicle maintence training

enconpassi ng troubl eshooting procedures to the LRU | evel and renpve and replace tasks at the organizational level is added to the
contract. The number of SLEP prototype vehicles that the Government shall furnish is changed fromtwo to four. The student limt
per class for all four classes is changed to a maxi mumof 30. The student to instructor ratio shall not exceed thirty to one for
| ecture instruction and seven to one for instruction involving practical applications.

a. The follow ng changes are made to the contract paragraphs |isted bel ow
(i) paragraph C.15.1: Under "Training dates and locations for;" change "DT/OT" TO "DT and OT."

(ii) paragraph C. 15.8: Change "Devel opmental Test / Operational Test (DT/OTl) to "Devel opnmental Test and Qperational Test
(DT and OT)."

(iii) paragraph C. 15.8.1: |In eighth sentence (third sentence fromthe end) change "twenty five" to "thirty" and "five" to
"seven." In the last sentence change "DT/OT" to "DT and OT."

(iv) paragraph C.15.8.3 is revised to read as follows:

C.15.8.3 DT and OT (Operator and Mintenance) TRAI NI NG This training shall focus on the inpact of SLEP nodifications on
current LAV operating procedures. Separate classes shall be provided for DI and OT consisting of both operator and nai ntenance
training. Each operator/driver training class shall not exceed 40 hrs. Maintenance training shall include on-vehicle maintenance
training enconpassi ng troubl eshooting procedures to the LRU | evel and renove and repl ace tasks at the organizational |evel.

Trai ning shall not cover off-vehicle repair. Mintenance training shall not exceed 40 hrs. Training shall begin within five days
of SLEP LAV arrival at the designated training site. The Government will provide 4 SLEP prototype vehicles for the training.

This training shall be conpleted for all students prior to testing. The training day shall not exceed 10 hours. The nunber of
students for operator or mai ntenance training shall not exceed 30. |f training is required on the LAV-AT, then the contractor
shal | provide 20 hours of conbined operator and maintenance training prior to the start of the LAV-AT test efforts. The Contractor
shall provide all SLEP unique special tools and parts required to support the training.

b. As aresult of this revision to the training requirenments, the amount set forth for Operator Training, currently CLIN
1005AB, is increased from $21,033 to $52,444. Due to adninistrative restrictions, no nore funds can be added to CLIN 1005AB. As
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a result of this, new CLIN 1005AD is hereby created in the ambunt of $31,411 for the additional scope. CLIN 1005AB and 1005AD are
jointly for the Operator Training. The Contractor shall be paid under CLIN 1005AB until the total ampunt of that CLIN s
exhausted. Then the Contractor shall be paid under CLIN 1005AD. CLIN 1005AD is a Cost-Plus-Fixed Fee CLIN, as is CLIN 1005AB.

c. As aresult of this revision to the training requirenments, the amount set forth for Maintenance Training, currently CLIN
1005AC, is increased from $26,357 to $54,160. Due to adnministrative restrictions, no nore funds can be added to CLIN 1005AC. As
a result of this, new CLIN 1005AE is hereby created in the ambunt of $27,803 for the additional scope. CLIN 1005AC and 1005AE are
jointly for the Maintenance Training. The Contractor shall be paid under CLIN 1005AC until the total anpunt of that CLINis
exhausted. Then the Contractor shall be paid under CLIN 1005AE. CLIN 1005AE is a Cost-Plus-Fixed Fee CLIN, as is CLIN 1005AC.

3. The requirenent for the Contractor to conduct Hands-on SLEP Installation Training is hereby added to the contract.

a. The Contractor shall conduct one hands-on SLEP installation training class at its facility. Training shall consist of both
cl assroom and on-vehicle training, as required, and shall not exceed one day (10) hours. This training shall focus on providing
an expl anation of the major conponents of the SLEP nodifications, how they work, and hands-on instruction on how SLEP upgrades are
to be installed in the vehicle. The course shall be designed for Marines who are subject natter experts and who will be involved
in kit installation. Cass size shall not exceed 10 people. The class shall be scheduled to begin one day prior to the
Mai nt enance Conference in Arpil 2001.

b. New contract paragraph C. 15.8.4 (attached as part of this nodification) is hereby added to the contract to incorporate this
action.

c. CLIN 1005AF is hereby created in the amount of $3,518 to conpensate the Contractor for its costs for this action. CLIN
1005AF is a Cost-Plus-Fixed Fee CLIN

4. The length of the RAMD testing portion of Devel opmental Testing and Operational Testing (OT), as called out in paragraph
E.9.1 of the contract, is hereby decreased from 16,000 niles to 6,500 nmles. This action is taken at no change in the contract
anount .

5. The upper limt of the elevation angle called out in the Inspection & Test subparagraph to paragraph 3.3.1.2 of the Purchase
Description (PD), Infrared Signature Reduction, is hereby changed from 30 degrees to 15 degrees. The change page to the PD and
the revised cover page to the PD are attached as part of this nodification. This action is taken at no change in the contract
anmount .

6. As aresult of the changes in paragraphs 1 through 5 above, the total anmnpunt of the contract is increased by $72,960. All
terns and conditions of the contract, other than those described in paragraphs 1 through 5 above, renain unchanged. The parties
agree that all claims to further consideration for the changes described in paragraphs 1 through 5 above are hereby wai ved and
rel eased.

*** END OF NARRATI VE A 013 ***
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ITEM NO

SUPPLIES/SERVICES

QUANTITY

UNIT

UNIT PRICE

AMOUNT

1005AD

1005AE

SECTION B - SUPPLI ES OR SERVI CES AND PRI CES/ COSTS

OPERATOR TRAI NI NG

NOUN: TRAI NI NG SCOPE OF WORK
SECURI TY CLASS: Uncl assified
CLI N CONTRACT TYPE:
Cost - Pl us- Fi xed- Fee
PRON: T112T5204K PRON AMD: 01 ACRN: AC
CUSTOMER ORDER NO M2545001MPR1AD3

CLIN 1005AD i s incorporated into the contract
as an extension of CLIN 1005AB. Paynent shall
not be made under CLIN 1005AD until all funds
under CLIN 1005AB have been exhaust ed.

CLI N 1005AD is a Cost-Plus-Fi xed Fee CLIN.

Cost $29, 062
Fee $ 2,034
com $ 315
Total Cost $31, 411

(End of narrative B001)

I nspection _and Accept ance

| NSPECTI ON:  Dest i nation ACCEPTANCE: Desti nation

Deliveries or Performance
DLVR SCH PERF COWPL
REL CD QUANTI TY DATE
001 0 31- OCT- 2001

$ 31, 411. 00

MAI NTENANCE TRAI NI NG

NOUN: TRAI NI NG SCOPE OF WORK
SECURI TY CLASS: Uncl assified
CLI N CONTRACT TYPE:
Cost - Pl us- Fi xed- Fee
PRON: T112T5204K PRON AMD: 01 ACRN: AC
CUSTOMER ORDER NO  M2545001MPR1AD3

CLI N 1005AE is incorporated into the contract
as an extension of CLIN 1005AC. Paynent shall
not be made under CLIN 1005AE until all funds
under CLI N 1005AC have been exhaust ed.

CLI N 1005AE is a Cost-Plus-Fixed Fee CLIN.

Cost $25, 730
Fee $ 1,801
com $ 272

$

31, 411. 00

9., °--. Y

27,803. 00

$
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ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT UNIT PRICE AMOUNT
Total Cost $27, 803
(End of narrative B001)
| nspection and Acceptance
I NSPECTI ON:  Desti nation ACCEPTANCE: Desti nation
Deliveries or Performance
DLVR SCH PERF COWPL
REL _CD QUANTI TY DATE
001 0 31- OCT- 2001
$ 27, 803. 00
1005AF SLEP | NSTALLATI ON TRAI NI NG $ 3,518. 00
NCOUN: TRAI NI NG SCOPE OF WORK
SECURI TY CLASS: Uncl assified
CLI N CONTRACT TYPE:
Cost - Pl us- Fi xed- Fee
PRON: T112T5204K PRON AMD: 01 ACRN: AC
CUSTOMVER ORDER NO M545001MPR1AD3
Hands-on Installation Training
I/ N Wcontract paragraph C. 15.8.4
CLI N 1005AF is a Cost-Plus-Fixed Fee CLIN
Cost $3, 250
Fee $ 228
Ccom $ 40
Total Cost $3, 518
(End of narrative B001)
I nspection _and Accept ance
| NSPECTI ON:  Dest i nation ACCEPTANCE: Destination
Deliveries or Performance
DLVR SCH PERF COWPL
REL CD QUANTI TY DATE
001 0 30- APR- 2001
$ 3,518. 00
1013AA SLEP ROLLOUT CEREMONY $ 10, 228. 00
NOUN: SLEP ROLLOUT CEREMONY
SECURI TY CLASS: Uncl assified
CLI N CONTRACT TYPE:
Fi rm Fi xed-Price
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PRON: T112T5194K PRON AMD: 01 ACRN. AC
CUSTOMER ORDER NO M2545001MPR1AD3

Rol | -out cerenony |/ A/ Wcontract
par agraph C. 38.

CLIN 1013AA is a FirmFixed-Price CLIN

(End of narrative B001)

I nspection _and Accept ance
| NSPECTI ON:  Dest i nati on ACCEPTANCE: Desti nation

Deliveries or Performance

DLVR SCH PERF COWVPL
REL CD QUANTI TY DATE
001 0 20- VAR- 2001

$ 10, 228. 00
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SECTI ON C - DESCRI PTI OV SPECI FI CATI ONS/ WORK STATEMENT
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SECTION C
DESCRI PTI OV SPECI FI CATI ONS

NOTE: This section Cis divided into three parts. Part One contains requirenents that apply to both Phase | and Phase II.
Part Two contains requirenents that apply to the R& phase, Phase | CLINS 1001AA t hrough 1005AA, Part Three applies to the
Producti on phase, Phase Il (CLINS 2001AA t hrough 5001AH).

SECTI ON C- PART ONE (applicable to Phases | and I1)
C 1 GENERAL

C.1.1 Light Arnored Vehicle Service Life Extension Program (LAV SLEP) The Program | ntegration Contractor shall provide the
necessary supplies and services required to upgrade and deliver the USMC fleet of LAVs in accordance with the Purchase Description
(Attachment 1) and the other provisions of this contract.

C.1.2 Program Description.

C1l21 The programgoal is to ensure the LAV FOV continues to provide the USMC Conmanders with a highly nobile, survivable and
reliable combat systemto conduct reconnai ssance, security, econony of force, and limted offensive and defense m ssions through
2015. The LAV SLEP will do this by inmproving LAV survivability, sustainability, lethality, and nmobility; inproving the LAV FOV
readi ness; and reducing operations and support costs.

C1.22 This contract consists of two phases: Phase | for Research and Devel opnent and Phase Il for Production. Under the

Phase |, the Program Integration contractor shall design, produce, and deliver five (5) nodified Light Arnored Vehicles (LAVs)

nmeeting the requirenents of the Purchase Description (PD). Four of the vehicles will be used in the Government's Devel opnent and

Operational Testing (DT/OT). The fifth will be used to support Integrated Logistics Support (ILS) efforts. Phase 11 includes

options for delivery of upgrade kits and integration of kits into the USMC FOLAV vehicles that may be exercised by the Governnent.
Bot h phases include requirements for data and contractor support as identified in this contract.

C. 1.2.3 Total System Responsibility. The contractor shall assume total systemresponsibility for the LAV SLEP program Total
system responsi bility neans that the contractor agrees to accept responsibility for providing vehicles incorporated with SLEP
upgrades which neet the requirenments of the Purchase Description, and that do not degrade fromthe current performance of the
vehicles as set forth in the Fam |y of Light Arnored Vehicle Denpnstrated Performance Specification (Annex 1 to Attachnent 1).
This responsibility includes itenms that are subcontracted and/or Contractor furnished and specified by the Governnent by

manuf acturer's nanme, itemdescription, or part number. Contractor responsibility for GFEFEGFMitens is limted to any defects
resulting fromcontractor integration of the item The Contractor shall be responsible for Correction of Deficiencies (COD) as
set forth in Section E; for ensuring on-time delivery of all hardware and data deliverables under this contract; and for managi ng
the contract effort to achieve Cost As An Independent Variable (CAIV) goals (ref. C. 8, C. 18, C. 28)

C1.24 Coor di nati on of Contractor and MARCORLOGBASE Depots. The Governnent currently has an Inspection and Repair Only as
Necessary (1 ROAN) program for the LAV FOV that is being perforned at the USMC Depots in Al bany, GA and in Barstow, CA. The SLEP
and | ROAN efforts will be running concurrently, and will need to be coordinated (for those installations perforned at the depots -
see Section F) to minimize cost. "Coordination" in this usage refers to defining what effort will be performed by the Contractor
under this contract, what effort will be performed by the Depots as part of |ROAN, and how best to schedule the timng of these 2
efforts to maxim ze efficiency and reduce cost. Requirenents for coordination of Depot and Contractor work efforts for Phases |
and Il are contained in this SOW

C. 2. Meetings/Conferences/Revi ews.

C.2.1. The Contractor shall support the follow ng neetings, conferences and reviews required in this scope of work. Per sons who
are subject matter experts and are famliar with the issues to be discussed shall attend. At |east one representative each from
the Contractor and the Governnment shall have authority to resolve issues raised at the neetings. Werever possible, neetings
shal | be scheduled in tandemto mnimze the use of personnel resources and travel expenses. Meetings shall include:

- Start of Wrk Meeting (C. 2.2)

- Program Status Reviews (PSRs) (C. 2.3)

- Prelimnary Design Review (PDR) (C 12.1)

- In-Process Design Reviews (IPDR) (C 12.2)

- Critical Design Review (CDR) (C. 12.3)

- Integrated Logistics Support (ILS) Start of Work Meeting (C. 15.1)
- Logistics Reviews (C. 15.5)

- Front End Analysis Team (FEAT) Reviews (C. 15.3.1)

- Test Integrated Product Team (TIPT) Meetings (E 9.2.1)

- Scoring & Assessnent Conferences (E. 9.2.2)
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- Test Incident Report (TIR) Cl oseout Meetings (E. 9.2.3)

C.2.1.1 AGENDAS. The Contractor shall submit an agenda and read-ahead package/briefing charts fifteen days prior to each
nmeeting except for TIPT neetings, Scoring Conferences, Assessnent Conferences and TIR C oseout neetings which will be chaired by
the CGovernment. Al'l agendas shall be in Contractor format (ref. ELIN A0OO1) and shall include, as a mininum the location,
date(s) and duration of each neeting; a daily chronol ogical |isting of each topic to be discussed, the tine allotted for each and
the name of the presenter; and a status (or list) of action itens/problemissues identified at previous neetings.

C21.2 M NUTES. The Contractor shall prepare and submt minutes within 10 days after each of neetings except for those

nmeetings chaired by the Governnment as specified in C.2.3.2. Al mnutes shall be in Contractor format (ELIN A002) and shall

include, as a mnimum Meeting |location, date(s) and duration; |list of attendees; a status of open action itens/problemissues;
l'ist of new action itens/problemareas, to include required resolution dates; summary of discussions.

C22 Start of Work Meeting. A Start of Work (SON neeting shall be held at the Contractor's facility within 30 days after
contract award. Discussions at the neeting shall include: the contractor's overall Program Managenent plan; the contractor's
schedule for the Phase | effort; the contractor's initial Manufacturing Plan; risk areas and mtigation plans; and other
technical area requirenments, such as Logistics and Quality Assurance.

C.2.3. Program Status Reviews (PSRs). PSR neetings shall be held quarterly at the contractor's facility. The initial PSR shall
be held NLT 150 DAC. The purpose of these nmeetings is to review cunulative performance and assess status in such areas as

engi neering design, quality assurance, schedules, ILS data devel opnent, and program managenent. The neetings will be oriented
toward keeping top managenment of the contractor and the Governnment informed of progress to date, and of actual or potential
schedul e, cost, technical or administrative problenms. The duration of the nmeetings should not exceed one (1) day each.

C.3 MANUFACTURI NG PLAN. The manufacturing plan submtted as part of the Contractor's proposal is incorporated herein by
reference and shall be updated within 120 days after contract award to reflect any changes made in the plan since the proposal was
submitted. The following factors, at a mininmm shall be addressed in the updated plan: production process planning,
identification of the production process sequence and critical control points, the interrelated |ead-tines between the control

poi nts, manpower utilization, tooling and facilities plans, current and expected workl oad during the SLEP performance period,
subcontracting plan and the material requirenments planning process to be used. Further updates will be required if any of the
critical process characteristics are changed as a result of the planning process. Exanples of such changes are: changing a
critical process nmethod, changing the subcontracted effort, changing the share of work performed at subcontractors, depot or the
systemintegrator. The plan shall also address plans for installation of kits in accordance with both option approaches (see
C.21).

C. 4  QUALITY ASSURANCE

C. 4.1 QUALI TY ASSURANCE PROGRAM PLAN (QAPP). The contractor shall establish, inplenment, document and maintain a quality system
that ensures conformance to contractual requirenments. The contractor shall inplenent the requirements of ANSI/ASQC @001, |SO
9001 or an equivalent quality systemnodel; no third party certification is required. The Contractor shall make their Quality
Assurance Program Plan or Quality Manual (whichever docunent they've devel oped as required by their ANSI, ISO or equival ent
quality system- devel opment of a Government uni que docunent is not required) available for Governnent review at their facility as
required. The Contractor shall inplenent the plan/manual within 120 days after award, and shall update as required throughout the
SLEP program

C. 4.2 CRITICAL SAFETY | TEM PROGRAM
C.4.2.1 DEFINITIONS. The followi ng definitions apply:

C.4.2.1.1 CRITICAL SAFETY ITEM (CSI). A CSl is a part, assenbly, and/or installation or production systemwth one or nore
critical characteristics that, if not conforming to the design or quality requirenments, would result in an unsafe condition.
Unsafe conditions include conditions, which would cause | oss or serious damage to the end itemor major conponents, |oss of
control, or serious injury to personnel.

C.4.2.1.2 CRITICAL SAFETY CHARACTERI STICS. Any feature (i.e., tolerance, finish, material conposition, nanufacturing or assenbly
or inspection process) of product, material, or process, which, if nonconformng or mssing, would cause the failure or
nmal function of the critical item

C.4.2.2 The Contractor shall inplement a programto identify Critical Safety Items (CSlIs) contained in the final LAV SLEP Vehicle
Upgr ade.

C. 4.2.2.1 The Contractor shall devel op Contractor |nspection Requirenments (ClIRs), i.e., Contractor in-process inspection
procedures and Final Inspection Record (FIR) procedures, for all CSIs. CSls shall require 100 percent inspection or nonitoring
through either Statistical Process Control (SPC) if utilized, applicable Quality Assurance Procedures (QAPs), or ClRs.
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C. 4.2.2.2 Al draw ngs devel oped for SLEP that are identified as a CSI shall be clearly identified as a CSI on the engineering top
draw ngs, part draw ngs, and/or assenbly draw ngs.

C.4.2.2.3 The Contractor shall validate the requirements pertaining to CSIs to ensure that all critical safety aspects of the
design are accurately reflected, that parts/materials operate below fatigue limts/stress levels, and that the design allows for
assessnment by nondestructive inspection. The Contractor's validation nmust be based on engineering analysis of the CSI
characteristics and should consider changes/deterioration through tine or use, fatigue life, and operational conditions and
environnent.

C. 4.3 LAV VELDI NG PROCEDURES. Any wel ding perforned on the hull or turret (H gh Hard Steel and Rol |l ed Honpbgeneous Arnor pl ates)
which may be required as a result of SLEP integration shall be acconplished in accordance with the requirenents of TM 08594A-25/1
(Wl ding Procedures for Light Arnored Vehicle). A copy of TM 08594A-25/1 shall be provided to the contractor as Government

Fur ni shed Information (Attachnent 2).

C. 4.3.1 WELDER AND VELDI NG OPERATOR CERTI FI CATION. As a mininumfor determning welder qualification, any wel der assigned to
manual wel ding work covered by this contract shall be qualified per the requirenents of AWs D1.1, "Structural Welding Code
(Structural Steel)".

C.4.3.1.1 The Contractor nmay substitute its current nmethod of welder certification in lieu of the above stated code as long as the
qual ification procedures are equivalent to the above stated code. The Contractor shall be responsible for determning that
automati c wel di ng equi pment operators are capabl e of consistently producing quality welds in accordance with the contractor's
prepared WPS. The Contractor shall make available to the Government upon request, during the course of the contract, all welder
certification docunentation to verify conpliance.

C. 4.4 CONTRACTOR TESTI NG AND TEST REPORTI NG

C.4.4.1 | NTEGRATED TEST PLAN. The contractor shall develop an Integrated Test Plan (I TP) that identifies all devel opnental and
qualification testing to be conducted by the contractor and/or subcontractor(s) necessary to acconplish acceptance of the LAV SLEP
end itemdesign. The | TP shall also include a tentative schedul e and proposed test |ocation of all contractor/subcontractor(s)
testing so that the Government can plan to attend and witness these test events as required. The initial ITP shall be prepared in
contractor format and subnmitted to the Government no later than 90 DAC in accordance with ELI N A004. The contractor shall update
the ITP as required and notify the Governnent at |east 14 working days prior to any test event in accordance with ELIN A004, so
that the Governnent can nmmke arrangenments to witness contractor testing when required.

C.4.4.2 The contractor shall prepare a test report, in contractor format, for each contractor test event conducted on systens,
subsyst ens, conponents and parts. The contractor shall submt these test reports to the Governnment in accordance with ELIN AOO5.

C.4.4.3 FINAL | NSPECTI ON RECORDS (FI RS). Requi rements for FIRs under each of the Phases are outlined in Parts Two and Three of
this Section C respectively. (ELINs A006/B006) .

C5 I NTEGRATED LOG STI CS SUPPORT (ILS).

C.5.1 |LS PROGRAM

The Contractor shall conduct an ILS programin order to plan, manage, validate, execute and deliver |ogistical data and services
for the SLEP Program The objectives of ILS are to optimize material readiness; provide cost effective |ogistics support; and
identify/evaluate resources required to devel op, acquire and nanage SLEP nodifications throughout the LAV fam |y of vehicles (FOV)
service life. The Governnment and Contractor shall evaluate |ogistics data to support those objectives.

C.5.1 TECHNI CAL MANUALS (TMs). TMs devel oped under this contract shall be prepared and delivered in accordance with the
Techni cal Manual Contract Requirenments (TMCR), Attachnent 4.

C6. CONFI GURATI ON MANAGEMENT (CM) .
C.6.1 Definitions of Configuration Management Terns are provided in Attachnment 12.

C.6.1.1 DEFIN TIONS AND USER PROCEDURES: Ml ti-User Engineering Change Proposal Automated Revi ew System (MEARS), see paragraphs
5.3.6 and 5.4 in Attachment 9.

C.6.1.2 CM PROGRAM REQUI REMENTS. The Contractor shall establish a CM program defining the managenent system for configuration
identification, configuration control, accountability for configuration changes and configuration audits. The Contractor is
responsi ble for CM on SLEP generated changes to vehicle conponents, to include work performed by subcontractor(s). Contractor CM
addresses SLEP nodifications to all vehicle variants. The Government will retain responsibility for CMover the entire vehicle
fleet.

C7 PARTNERI NG In an effort to effectively acconplish the objectives of this contract, the Governnent, Contractor, and najor
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Subcontractors shall engage in the Partnering Process for the SLEP Program Participation in the Partnering process is based upon
mutual conm tent between the Government and the Contractor(s) to work cooperatively as a teamto identify and resol ve probl ens
and facilitate contract performance. The intent of the partnering process is a conmmtnent for the parties to agree to work
together as a teamto expeditiously solve problems as they occur, to communicate effectively, and to avoid surprises.

C.7.1 The prinmary objective of the Partnering process is to provide the Marine with the highest quality supplies/services on tine
and at a reasonable price. Partnering requires the parties to | ook beyond the strict bounds of the contract in order to formulate
actions that pronote common goal s and objectives between the Governnment and the contractor.

It is arelationship that is based upon open and continuous comruni cation, nmutual trust and respect, and the replacenment of the
"us vs. thenml nentality of the past with a "win-win" philosophy for the future. Partnering also pronotes synergy, creative
thinking, pride in performance, and the creation of a shared vision for success. The SLEP Partnering process wll be based on the
AMC Model Partnering Process, as well as the principles and procedures set forth in the AMC Partnering Gui de (see docunent at web
site http://ww. ant. arny. m | / anc/ command_counsel / partnering. htni).

C. 7.3 The establishnent of this Partnering Process does not affect the legal responsibilities or relationship of the parties, and
cannot be used to alter, supplenent, or deviate fromthe terms of the contract. Any changes to the contract nust be executed in
witing by the Contracting Oficer. If the Contractor's proposal included a plan for co-location in PMLAV, then the Contractor
shall work with PMLAV to finalize requirenents for this co-location, and shall effect co-location in accordance with this
agreenent, and their proposal.

C. 7.4 Executive Wrkshop. Wthin 30 days after contract award, Government and Contractor senior executives/nmanagers shall
attend an Executive Partnering Wrkshop. This shall be a one-day event, hosted by a third party facilitator. The purpose of this
workshop is to establish lines of communication between upper managenent in both parties, and ensure their conmtnent to the
Partnering Process. The product of this neeting shall be an overarching Partnering agreenent/charter for the SLEP program
including designation of senior-level and programlevel "Chanpions". The "Chanpions" will be responsible for overseeing the
project, enforcing the team approach, overcoming resisting forces, participating in the resolution of issues escalated to their
level, celebrating successes, and maintaining a positive image for the project. The parties shall nutually agree upon the

| ocation of the workshop; however, the location nmust be at a neutral site, to mnimze work distractions

C. 7.5 Team Wrkshop. Wthin 60 days after contract award, the Government and Contractor teams shall participate in a Partnering
Wor kshop. This event shall run no nore than 3 days, hosted by a third party facilitator. The parties shall nutually agree upon
the location of the workshop; however, the location nust be at a neutral site, to minimze work distractions. The purpose of the
nmeeting is to conduct team building between the Governnent/Contractor team nmenbers, and establish lines of communication.
Products of the neeting shall include:

- The SLEP Partnering Charter (mission statenent, goals, and objectives).

- The SLEP Ri sk Managenent Plan, identifying specific programrisk areas, with a risk mtigation plan and

Governnent/ Contractor action officers for each.

- Conflict escalation procedure (identifies nmethods of elevating disagreenents for resolution within the Government and
contractor organi zations).

- Aternative Dispute Resolution (ADR) approach.

- Metrics for acconplishnments of objectives.

- Reinforcenment Techniques.

- Cear identification of roles and responsibilities for the team nenbers.

C. 7.6 FollowUp Actions. The parties shall report status of risk items and partnering issues at Program Status Revi ews (PSRs,
ref. C 2.3). Joint reporting by Governnent and Contractor action officers is expected. |In addition, the Government/Contractor
shal | neet periodically (approximately every 3 nonths, unless nore frequent neetings are required and nmutually agreed upon) to
review and update the Partnering Charter, Ri sk Managenment Plan, and other Partnering docunments. The parties may decide to include
a facilitator at these neetings to reinforce team ng between the parties.

C.8 COST AS AN | NDEPENDENT VARI ABLE (CAlV). The CAIV goals for the SLEP programare as foll ows:

Devel opnent Cost Objective: $4, 273,194
Design to Unit Cost Production
Cost (DTUPC) Objective: See Bel ow
LAV- 25 $64, 534
LAV- CC $55, 261
LAV- AT $57, 003
LAV- L $54, 836
LAV-M $56, 743
LAV- R $55, 405
LAV- MEWES $68, 752

LAV- AD $59, 895
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The CGovernnment and Contractor shall work together to define CAIV goals for O&S cost and disposal cost for the SLEP upgrades. The
Contractor's CAIV Plan subnmitted with its proposal is incorporated herein by reference. The Contractor shall nanage the SLEP
programto ensure that the program CAlV goals are achieved.

* The Contractor shall identify proposed Devel opment Cost and DTUPC objectives in its proposal. These ambunts shall be no greater
than the proposed total Phase | CLIN ambunts for the Devel opment Cost Cbjective, and no greater than the vehicle variant share of
the unit price for the proposed, total production option ceiling prices for the DTUPC objectives (e.g. the total for kit option
plus integration option CLINs for each variant on a per unit basis); and should, in fact, be less, as they should reflect "stretch
goal s" the Contractor will try to achieve. The Contractor's CAIV plan (ref L.3.3.2) should include rationale and supporting
docunentation for proposed objectives.

C. 8.1 SPECI AL PROVI SI ON REGARDI NG SLEP DESI GN DECI SI ONS AND THE COST- AS- AN- | NDEPENDENT- VARI ABLE ( CAI'V) PROGRAM

C.8.1.1 It is nutually understood and agreed that critical decisions made by the Contractor in designing the LAV SLEP upgrades
will be based upon the results of the cost/performance trade-off analyses, as required by the contract CAIV requirenments. It is
further recognized that situations may occur in which such trade-off analyses clearly indicate the desirability of design

deci sions which could significantly increase the Contractor's costs of performance during the Prototype Devel opnent Phase (Phase
1) and/or the Production Phase (Phase), but result in substantially greater long-termbenefits to the Governnent.

C.8.1.2 In recognition of the above, the parties agree that whenever the Contractor shall consider making a design decision which
the Contractor reasonably expects to significantly increase its costs of certain Phase | or Phase |l effort over the estimted
costs included by the Contractor for such effort (e.g. the target cost for Phase | and/or the production ceiling price(s) for
Phase 11), and the Governnment has concurred with the proposed design decision, the Contractor may subnit to the Contracting

O ficer:

1. The Contractor's estinmated Phase | and/or Phase Il costs to inplenent the contenpl ated design decision, wth supporting
docunent ati on;

2. The Contractor's estinate of Phase | and/or Phase || costs for other acceptable design alternatives;
3. The detailed basis for the Contractor's estimate for the effort contained in its initial SLEP Cost Proposal;

4. The Contractor's assessnent of the anticipated |long-termbenefits to the LAV Program associated with the design decision
(including projected reductions in total ownership cost, and in particular O&S costs); and

5. any additional supporting docunentation requested by the Contracting Oficer.

C..8.1.3 Upon consideration of the above information, if the Governnent determ nes that the overall, long-termbenefits
substantially outweigh the additional costs to be incurred by the Contractor, the contract will be equitably adjusted to reflect
the Contractor's anticipated increase in Phase | and/or Phase Il costs resulting fromsaid design decision.

C.8.1.4 It is understood and agreed that no request for equitable adjustnent hereunder will be considered unless the Contractor's
proposed design decision was received and concurred in by the Government prior to effecting the design decision. Governnent
approval of the proposed adjustnent is contingent upon the Contractor verifying that the basis for the proposed adjustnment is due
to a CAlV-based design decision NOT initially addressed in the contract proposal, and is not due to underestimated cost/price
(e.g. overrun). It is further understood and agreed that, with regard to any design decision for which an equitable adjustment is
made pursuant to this clause, the Contractor shall not be entitled to subnmit any subsequent change proposals pursuant to the
clause of this contract entitled "VALUE ENG NEERI NG (MAR 1989), FAR 52.248-1.

C.8.1.5 The Contractor further agrees that decisions regarding equitable adjustnents to the contract under this clause are within
the sole discretion of the Governnent. Accordingly, any decision(s) by the Governnent that the Contractor shall not be entitled
to an equitabl e adjustment hereunder with regard to any contenpl ated desi gn decision(s) shall not be subject to the provisions of
the clause of the Contract entitled "Dl SPUTES - ALTERNATE | (DEC 1991)," FAR 52.233-1, and the Contractor hereby rel eases the
Governnment fromall liability and forever waives any actual or potential entitlenent to any equitable adjustnment in the price
(cost and fee/profit) and/or delivery schedule of this Contract as a result of any such decision(s).

C9 | NTEGRATED DATA DI G TAL ENVI RONMENT (I DE) El ectronic Access to Data. Unl ess otherwi se specified, all data deliverables
shall be in provided in digital format in accordance with the formats specified in the LAV Government Concept of Operations (GCO
(Attachnent 9). For reports that are delivered on a frequent (nonthly or bi-nmonthly basis), it is preferable that the Contractor
provi de the Governnment access to its data on-line through a Contractor Integrated Technical Information System (CITIS) that
interfaces with PM LAV s Integrated Digital Environment (IDE). If a CTIS is used, the Contractor shall be responsible for
devel oping report tenplates that conply with the requirenents for those ELINs/Data Itens, and for ensuring that the data is
updated by the required delivery date for those ELINs/Data |tens.
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C.10 Environnental, Safety & Health (ES&H). The Contractor shall use sound safety engineering practices in the SLEP program
including, but not limted to, the following (Note that the requirements of this section apply only to new or nodified conponents
affected by the SLEP and current vehicle conponents/systens that are affected by integration of SLEP upgrades):

Gener al

-ldentifying system hazards by conducting safety anal yses and hazard eval uations. The analyses shall include both
operational and mai ntenance aspects of the vehicle.

-Controlling or mnimzing hazards to personnel or the environnment that cannot be avoi ded or elim nated.

-Ensuring all noving parts, nmechanical power transm ssion devices, exhaust system conponents, pneumatic conponents and
hydraul i c conponents whi ch present a hazard to personnel, are either enclosed or guarded. Protective devices shall not
inmpair operational functions.

-Ensuring that suitable warning and caution notes are included in operation, maintenance, assenbly and repair
instructions and that distinctive markings are placed on hazardous conponents or equi pnent.

- Tracking hazards until they are elimnated or adequately controlled.

- Docunenting the actions taken to elimnate a hazard or reduce the risk of its occurrence.

- Elimnating or reducing hazards through design; thus minimzing any potential retrofit actions.

- Ensuring the severity of personnel injury or equiprment damage is minimzed in the event of a m shap.

Requi rements. The contractor shall conply with the Cccupational Safety and Health Adm nistration (OSHA) regul ation and

applicable state and | ocal regulation. The contractor shall identify the general procedures for disposition and di sposal of
hazardous waste generated for this effort. The contractor shall conply with the applicable federal, state and |ocal statutes and
regul ation relating to protection of the environment and public safety and health. Environmentally preferable, recycled, or
recovered materials shall be used to the maxi mum extent possible in the SLEP upgrades or procurenent/ manufacture of unique parts
provided that the material neets or exceeds the operational and maintenance requirenments of the FOLAV.

C.10.1 HAZARD TRACKING  The Contractor shall develop a nethod or procedure to document and track hazards fromidentification
until the hazard is elimnated or the associated risk is reduced to a |level acceptable to the Government. A central file or
docurent called a "Hazard Log" shall be maintained. The Hazard Log shall contain as a mninum

- A description of each hazard, to include cause, possible effect and hazard category.

- Status of each hazard.

- Traceability of the resolution action on each hazard fromthe time the hazard was identified to the tine the risk
associated with the hazard was reduced to a | evel acceptable to the GCovernnent.

- Al hazards identified through testing and other anal yses.
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C.10.1.1 HAZARD LOG The definitions of Severity Categories and Probability Levels identified in Tables 1 and 2 bel ow shall apply
when determ ning whether a hazard nust be identified on the Hazard Log.

TABLE 1 - HAZARD SEVERI TY CATEGORY

DESCRI PTI ON CATEGORY DEFI NI TI ON

Cat ast rophi c | Death, system | oss or severe environnmental damage

Critical Il Severe injury, severe occupational illness or major systemor
envi ronnment al damage.

Mar gi nal 11 M nor injury, mnor occupational illness or mnor
system or environnmental damage.

Negl i gi bl e (Y Less than minor injury, |ess than m nor
occupational illness or |less than mnor system or

envi ronment al damage.

TABLE 2 - HAZARD PROBABI LI TY LEVELS

DESCRI PTI ON LEVEL SPECI FI C W TH N THE VEHI CLE
| TEM COVMPONENT FLEET

Fr equent A Hazard is likely to occur Hazard will be experienced
frequently. conti nuously.

Pr obabl e B Hazard will occur several Hazard will occur frequently

tines in the live of the
item or conponent.

Cccasi onal C Hazard likely to occur Hazard will occur several
sone time in the life of times
the item or conponent.

Renot e D Hazard unlikely, but Hazard is unlikely, but can
coul d possibly occur in reasonably be expected to
the life of the itemor occur.
conponent .

| npr obabl e E Hazard is so unlikely, it Hazard is unlikely, but can
can be assunmed not to possi bly occur
occur.

C.10.1.2 Al hazards identified with the follow ng conbination of Severity Categories and Probability Levels shall be included on
the Hazard Log:

Category |; Levels A through E

Category I|l; Levels A through D

Category IIl; Levels A through C

Category |V; Level A

C.10.1.3 The Hazard Log shall be presented at each nmonthly |n-Process Design Review (ref. C 12.2). During the first review the
Contractor shall present the conplete Hazard Log. At subsequent reviews, the Contractor need only report on changes, updates, or
cl oseout actions since the previous review
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C.10.1.4 DI SPCSI TION AND CLOSEQUT. Al l hazards nust receive final disposition by the Government. The Governnent and the
Contractor shall mutually agree as to whether a hazard requires a redesign; however, any redesign required due to a hazard shall
be performed at no cost to the Governnent, and the adequacy of the design change shall remain the responsibility of the
contractor. Al hazards closed out in the log shall contain the signature of the Governnment official who authorized the closeout,
his or her organization, and the date the closeout was authorized. Governnent signature authority to closeout a hazard shall be
based on Table 3 bel ow.

TABLE 3 - HAZARD APPROVAL LEVELS

RI SK ASSESSMENT CLOSEQUT RI SK LEVEL CORRECTI VE
CATEGORY AUTHORI TY ACTI ONS

| A B, C PM LAV USMC Unaccept abl e Mandat ory

11 A B Program Myr

I A For all categories

| D USMC Prog Myr Undesi rabl e Mandat ory-
11 C USMC Prog Mgr Unl ess
I D Govt. Team Leader requirenent is
111 B, C Covt. Team Leader wai ved by the
Cust omrer
| E Govt. Team Leader Acceptabl e - Possi bl e- based
v A Govt. Team Leader w th on custoner
Cust orrer revi ew
revi ew
Al other Not required Accept abl e Not Required
Cat egori es

C.10.1.5 UPDATES. The hazard | og shall be updated upon identification of each new hazard. The Governnent reserves the right to
require the addition of items to or nodifications to the Hazard Log.
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SECTION C - PART TWD - APPLI CABLE TO PHASE | R&D

C.11  Contractor and MARCORLOGBASE Depots SLEP Coordination Efforts - Phase |. Wthin 30 days after contract award, the
Contractor shall nmeet with PM LAV, MARCORLOGBASEs, and/or the field unit representatives to discuss how best to coordi nate Phase
I'l installation. The parties shall review the nost efficient timng of SLEP tasks, in order to minimze schedule risk and
maxi m ze overall process efficiency. This review shall include any work proposed by the contractor to be shifted to the Depot.

Wthin 90 days after the nmeeting, the Contractor shall subnit an updated Manufacturing Plan (ref. C 3 and ELIN A003) reflecting
agreenents reached at the nmeeting. This docunment shall help the Government and contractor do initial forward planning for the
Production phase. The Contractor shall continue to nonitor this plan through Phase I, and provide any required nodifications
(based on the ongoing devel opment effort) to the Governnent.

C.11.1 Vehicle Configuration - Phase I. The Governnent will provide the contractor with five (5) LAV-25s for the prototype
devel opnent effort. These vehicles shall be conplete vehicles that have gone through the Depot | ROAN process. The configuration
of these vehicles shall be in accordance with the LAV Auto/ Hull |nspection Checklist as provided as G-l (Attachment 2). Oferors

are encouraged to propose alternative vehicle configurations that would result in saving tine and preparation costs.

C11.2 Transportation. The Governnent shall be responsible for shipping the five (5) GFE LAV-25s to the contractor's facility
within 30 days after contract award.

C 12 MEETI NGS/ CONFERENCES/ REVI EWS

C.12.1 Prelimnary Design Review. The Contractor shall conduct a Prelimnary Design Review at its facility within 90 days after
contract award. The purpose of this reviewis to assess the Contractor's efforts towards neeting applicable contract
requirenents, including all of the requirements of the SLEP PD. The total time to conduct the PDR is approximately three (3)

wor kdays.

C.12.1.1 Level of Review. The PDRis a working |level Government and Contractor personnel neeting to discuss details pertaining to
har dwar e systens/ conponents and software. The purpose of the PDRis to:

a. Determne that the detail design of the SLEP satisfies the performance and functional requirenments of the PD.

b Establish the detail design conpatibility anong the SLEP LAV(s) systens and sub-systens.

c Assess risk areas in terns of cost, schedule, and perfornance.

d. Analyze the results of the producibility anal yses conducted on system hardware.

e Revi ew t he hardware product specifications.

f. Present and revi ew schedul e for design and prototype effort.

C.12.1.2 Topics/ Agenda. The prinmary focus of the PDRis to discuss technical information related to major systens, subsystens, and
critical conmponents/itens. Topics for the PDR include, but are not limted to:
a. Hardware.
-- Provide details on the adequacy of the detail design to neet the PD
requirenents.
-- Present detail engineering draw ngs including schenatic diagrans as
necessary.
-- Exami ne nock-ups, breadboards, prototype and devel oped hardware as
appropri ate.
-- Review corrosion control/prevention considerations to ensure proper
material s have been chosen for the USMC operating environnent.
-- Conpare detailed bl ock diagrams, schematics and |ogic diagrans with
interface control diagrans to determ ne system conpatibility.

b. Design Reliability.

-- Conpare hardware reliability predictions against specified requirenents.

-- Discuss parts/itens with mninumlife or requiring special
consi derations to ensure mnimal effect on system performance.

-- Discuss the specified test requirenents to ensure a nutual understanding
of the test plans and to provide overall planning information to the
activities concerned.

-- Review failure data reporting and nethods of determning failure trends.

-- Review all diagnostic prograns and support equi pnent for conpliance
with the system nai ntenance concept and specified requirenents.

c. Desi gn Maintainability.
-- Review the nost recent quantitative hardware predictions. Conpare to
speci fied requirenents.
-- Evaluate preventive maintenance frequencies and durations against
overal | systemrequirenents.
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-- Ensure the systemis optimzed froma maintenance and naintainability
Vi ewpoi nt .

-- Denopnstrate that items are placed such that so there is sufficient space to
use test equiprment and tools without difficulty.

d. Human Factors.
-- Analyze the vehicle systemto deternmine that it neets human
per formance requi rements and accepted human engi neering practices.
-- Discuss any forced trade-offs in the design.

e. System Safety.

-- Reviewresults of safety tests.

--  Review known areas of special interest, such as fuel handling, high
vol tage protection and fire protection.

-- Review the detail design for conpliance with safety design requirenents.

-- Evaluate the detailed design for safety and protective equi pnent/devi ces.
-- Provide details on acceptance test requirements to ensure adequate safety requirenents.
-- Reviewresults of the Contractor's Critical Safety I|tem Program

f. Test.

-- Conpare PD test requirenents to the vehicle design.

-- Review hardware quality assurance provisions, qualification
requi rements and certification requirenents for conpleteness and
techni cal accuracy.

-- Review all test docunentation, test data, and test schedul es.

-- Inspect any avail abl e breadboards, nock-ups or prototype hardware.

-- Review prototype, nock-up or devel opnental nodel test results for
conpliance with specified requirenents.

g. Mintenance and Mi ntenance Data.
-- Evaluate the adequacy of maintenance plans.

-- Describe the system mai ntenance concept for the inpact on design and
support equi pnment (covering all namintenance echel ons).

-- Define each subassenbly or conponent to the third indenture |evel of the
Wor k Breakdown Structure.

--ldentify the proposed mai ntenance plan for items down to the fifth

indenture |evel.

h. Software (if applicable).

-- ldentify any planned software testing.

-- Review all the Conmputer Software Configuration (CSCl) requirenents.
I ncl ude di scussion on functional flow, storage allocation, CSC
structure, security, software devel opment, devel opnent tools,
descriptions, and characteristics of comercial resources utilized,
sof tware/ firmware support resources required during operational

depl oynment, existing docunmentation, and nenory reserve capacity.
-- Review the software configuration managenment process.
-- Present all known or anticipated software problens.
-- Reviewall results of software testing.

i. Cost as an Independent Variable (CAIV).
-- Review the design in terms of capability of meeting contract CAlV goals.
-- Review any trade-offs made to reduce Life Cycle Cost (LCC).

j. Logistics/Supportability
-- Review the design in ternms of |ogistics considerations.

k. Producibility
-- Reviewthe design in terms of capability to
produce/ manuf acture/integrate in order to neet the production delivery
schedul e.
-- Review plans for integrating contractor production efforts wth Depot
| ROAN efforts.

C.12.2 | N-PROCESS DESI GN REVI EWN6 DURI NG PHASE |. The Contractor shall conduct in-process design status reviews at its facility
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(or an agreeabl e subcontractor's facility.) The |1 PDRs shall be held, first within 45 to 60 DAC, and at the Governnent's
discretion, at nonthly intervals thereafter until start of production. The purpose of these informal design reviews will be to
assess the Contractor's ongoing effort to nmeet the requirements of the Purchase Description and this SON The focus at each | PDR
will be on design progress since the last |IPDR especially with regard to the topics enunerated in the preceding paragraph
C.12.1.2. At each review, the Contractor shall report on Hazard Tracking (ref C 10.1). The Contractor shall identify any new
support itenms and the operational inpacts that these itenms have on the system Discussion shall include reasoning/factors (i.e.
reliability, cost, supportability) for the selection decision. The Contractor shall also discuss the analysis of problem areas,
eval uation of schedules, all risk areas and risk mtigation efforts, and progress toward achieving CAlV goals. Once a quarter, the
Contractor shall dedicate a portion of the reviewto providing software status (if applicable).

C 12.3 Critical Design Review (CDR)., The CDR w Il be held between five and eight nonths after contract award. This formal
review shall be at the level of, conducted in the manner of, and cover the range of topics of the Prelinary Design Review (PDR)
per paragraph C. 12. 1. However, the CDR is intended to be a conprehensive and detailed design review in which the contractor
presents to the government a design essentially conplete (i.e., ready to be built and tested).

C 13 PROGRAM PLANNI NG SCHEDULE. The Contractor shall provide a detailed program pl anning schedule, outlining its plans for
meeting the required delivery schedules for the hardware and data under the devel opnment phase. The schedul es(s) shall identify
all work events that are required to achieve the required delivery dates. The schedule(s) shall clearly identify the critical
path. The data shall be delivered in accordance with ELI N A009.

C 14 QUALI TY ASSURANCE- Phase |

C.14.1 FINAL | NSPECTI ON RECORD (FIR) PHASE | (R&D). The contractor shall be provided a copy of the LAV-25 (MC) Autonotive/ Hull

I nspection Checklist as Governnent Furnished Information (GFl), see Attachment 2, in order to conduct the incom ng inspection on
the GFM LAV-25 prototypes (E.8.3). Using the inspection checklist as a guide, the contractor shall then devel op a LAV-25 (SLEP)
FIR (in contractor format) that will provide inspection criteria for accepting the upgraded LAV-25 SLEP prototype vehicle
configuration. The FIR shall contain inspection criteria for all the characteristics outlined in the LAV Purchase Description,
Table | for Quality Conformance Inspection (QCl). The FIR shall be formatted to follow an inspection sequence such as 1) Front of
Vehicl e; 2) Engine Conpartnent; 3) Curbside of Vehicle; 4) Rear of Vehicle; 5) Top of Vehicle; 6) Roadside of Vehicle; 7) Vehicle
Interior; 8) Driver's Conpartnent; 9) Road Test requirenents. The FIR shall also include a deficiency sheet with space to
docurment the corrective action taken. The FIR shall be provided to the Governnment prior to acceptance inspection of the first LAV-
25 SLEP prototype vehicle for review in accordance with ELIN A006. The FIR shall then be updated to reflect any configuration
changes resulting from DT/ OT.

C 15 | NTEGRATED LOd STI CS SUPPORT (ILS)- Phase |

C.15.1 |ILS START OF WORK (SOW MEETI NG The Contractor shall conduct an ILS SONneeting NLT 30 days after contract award. The
I LS SOWneeting shall last no Ionger than 2 days. The Contractor shall at a mninum brief schedules and key ILS milestones for
the program Additional topics/processes to be discussed include, but are not linited to:

Mai nt enance pl anni ng
Contractor support requirenents for DI/ Ol and production tests
Support Equi pnent (SE) and Test Measurenent and Di agnostic Equi prent (TMDE) devel opment and identification
TM publ i cation devel opment process
Logi stics Reviews:
Dat es and | ocati ons
Avail ability of SLEP Itens, common tools, special tools, TMDE, support equipnent and bulk itens/
expandabl e itens
Techni cal data support (provisioning data, technical nanuals, engineering data for provisioning (EDFP), etc)
Conput er support
f. USMC Maintenance facilities
g. Design influence and integration efforts with System Engi neering
h. Packagi ng, Handling, Storage, and Transportation (PHS&T)
i. Configuration Managenent
j. Recommended Repair Parts List (RRPL) generation
k. Training plan of action and nilestones to nmeet courseware update/devel opment and training

IS

requirenents.

Trai ning dates and | ocations for:
- DT and OT
- Production Verification Test
- Handof f Training
- Operator Training
- Instructor & Key Personnel Training
- New Equi prent Training (NET)



Reference No. of Document Being Continued Page 19 of 42

CONTINUATION SHEET
PIIN/SIIN DAAEO7- 00- C- MD10 MOD/AMD P00013

Name of Offeror or Contractor: METRI C SYSTEMS CORPORATI ON

- Famliarization Training
l. Front End Anal ysis Team (FEAT) process/ neetings
m ILS Program Ri sk Managenent. The Contractor shall brief any programrisks that may affect the ILS effort. Risk
items shall be analyzed according to program cost, schedule, and performance. Risk items to be considered are any tasks that are
a part of the ILS effort (i.e. TMs, provisioning, maintenance, CM.
n. Quality control process for |ILS devel opnent
0. Provisioning to include procedures for devel oping data and identifying long |eadtine itens.

C.15.2  GOVERNMENT FURNI SHED EQUI PMENT ( GFE), MATERI AL (GFM), | NFORVATI ON (GFl) The Governnent will provide the Contractor
GFE, GFM and GFI in accordance with Attachnent 2.

a. The Contractor nay request additional GFE fromthe Governnent to support devel opnent of SLEP upgrades. The
Governnment will make every effort to provide the requested GFE within required tinefranes.

b. The Contractor shall nmaintain a data record of GFE itens. GFE data records should, at a minimumincl ude:

Itemidentifiers (nonenclature, NSN and/or part nunber), date received, condition of itemon receipt, date the itemwas returned
to Governnent, condition of the item when returned.

c. The Contractor and the CGovernnent shall jointly review and reconcile their GFE data records at the second
FEAT neeting (para C. 15.3.1) and on a quarterly basis thereafter."

C. 15.3 FRONT END ANALYSES ( FEA). The Contractor shall establish an FEA process for its review of the SLEP nodifications in
order to integrate maintenance of LAV SLEP itens/assenblies into the USMC mai nt enance concept. The Contractor shall brief its
results and recomendations to the Government at schedul ed neetings (paragraph C 15.3.1.)

C. 15.3.1 FRONT END ANALYSES TEAM ( FEAT) MEETI NGS. FEAT neetings are Contractor/ Governnent reviews of Contractor FEA findings
and reconmendations (paragraph C. 15.3). The Contractor shall host no nore than four neetings at the Contractor site. Each

nmeeting shall last no longer than 4 days. The Contractor shall cover all operator maintenance tasks, renoval/replacenent tasks,
and as many repair tasks. The Contractor shall be responsible for identifying conponents required for repair of SLEP circuit
cards, but will not be responsible for developing circuit card repair procedures. Contractor reconmendations shall include a

conplete rationale for the proposed maintenance phil osophy for each itenfassenbly and applicable personnel Mlitary Cccupational
Specialty (M3XS). The Governnment shall make the final determ nation of the maintenance concept for each itenfassenbly briefed at
the FEAT neetings. The Contractor shall devel op SLEP | ogistics deliverables | AWthe Governnent's gui dance.

C. 15.4 LOG STI CS DATA DEVELOPMENT. The Contractor shall devel op Logistics Managenent Infornation (LM) data that is supported
by the Contractor engineering design efforts. M L-PRF-49506 nay be used as guidance. The Contractor shall establish a SLEP

| ogi stics database which is consistent with the USMC Mai nt enance Concept (Attachnent 8). The Contractor shall produce TM and SL-4
(parts manual ) pages for the SLEP nodifications that detail the operational and mai ntenance procedures for the SLEP conponents.
The SLEP database shall contain, at a minimum tools, parts/conponents, bulk itens, indenture |evels, Source Mintenance
Recoverability (SMR) Codes, Mlitary Cccupational Skills (MOS), and maintenance tinmes to performeach task.

C.15.4.1 GOVERNMVENT FURNI SHED MATERI AL (GFM) . The Contractor shall devel op renove/repl acement procedures for GFM SLEP itens
and assenblies. The Contractor shall refer repair of GFMitens to the applicable TMs. The CGovernnent will provide to the
Contractor the applicable DoD TMto be referenced for repair of the GFM

C. 15.4.2 TEST MEASUREMENT AND DI AGNOSTI C EQUI PMENT. The Contractor shall devel op TMDE to support SLEP nodifications if the
upgrades require troubl eshooting/ mai ntenance capability beyond the capability of the current LAV TMDE (General Purpose Interface

Assenbl y) . If required to provide additional TMDE capability, the Contractor is required to upgrade and/or nodify the GPI A
currently used to trouble shoot LAVs. The Contractor shall reference the TMDE in applicable SLEP testing/troubl eshooting
procedures. The Contractor shall: (1) Ensure that the TMDE has been properly tested agai nst SLEP conponents and that the

resulting test/troubl eshooting procedures are validated; (2) Deliver two (2) prototype TMDE units (hardware, software, and/or
firmvare) and hardcopies of the test/troubl eshooting procedures to a Governnent-designated test site NLT the beginning of DT/ OT.
The CGovernnent prefers the full use, upgrade, and/or nodification of TMDE currently used to troubl eshoot LAVs (e.g. GPIA). The
Government will verify TMDE operation/ mai ntenance procedures during the Logistics Reviews (see para C. 15.5) and will test TMDE

performance paraneters during DT/ OT.

C. 15.4.3 MANAGEMENT OF LOG STI CS DATA. The Contractor shall maintain and update its |ogistics docunentation. Each update
shal | be considered as new data for purposes of review, approval, and delivery. Data shall be updated to reflect changes in
support requirenments resulting fromlogistics support inprovenents or corrections resulting froma CGovernnent/Contractor analysis
of testing data.

C. 15.4.4 M LI TARY OCCUPATI ONAL SPECI ALTI ES (MOS) . The Contractor shall use existing USMC LAV MOSs when identifying the
appropriate MOS for operating and maintaining LAV SLEP nodifications. |f, however, the Contractor determnes that existing USMC
LAV MOSs do not neet the requirements for supporting the nodifications, then the Contractor shall identify the required MOS from
the GFI in Attachnent 2 ( MCO P1200. 7S).

C. 15.4.5 Transportability: The Contractor shall do a transportability analysis on LAVs if SLEP conponents increase the weight
and/ or shape of LAVs beyond the ORD requirenment. The analysis shall indicate the inpact of weight/dinmension on the LAVS swim
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capability and on its ability to be transported by rail, air or highway carriers, as indicated in the ORD.

C.15.5 LOG STICS REVI EVS. The Contractor shall hold not nore than four Logistics Reviews which wll address LAV SLEP

mai nt enance, provisioning, configuration management (CM and TM data. The Contractor shall also address ILS programrevi ew and
coordination issues in the agenda. Logi stics Reviews shall be structured around conplete assenblies. Logistics Reviews shall be
schedul ed to coincide with assigned deliveries of the TMand SL-4 for the itens/assenblies being reviewed. The Governnent and
Contractor shall review additions, nodifications and deletions to TM and SL-4 pages. Each review shall not exceed 15 worKki ng
days. The Contractor shall deliver the SL-4 data 30 days prior to the Logistics Review in accordance with ELIN AO11.

C.15.5.1 SLEP MAI NTENANCE VERI FI CATI ON. The Covernment shall perform an assessnent/physical disassenbly of itens/assenblies to
verify that the Contractor's TM and SL-4 data are consistent with the USMC mai nt enance concept and/or FEAT process (para
C.15.3.1.) The Contractor shall validate the data prior to a Logistics Review The Contractor shall provide the follow ng data
as a mninmum for each review

a. TMand SL-4 pages reflecting SLEP hardware and or LAV interfaces
b. Drawings or sketches that identify part numbers and nomenclatures for the purpose of cataloging the itenms to
the DoD inventory system

c. Provisioning data reflecting the systemin a top-down breakdown structure
d. A listing of tools and Test Measurenent Diagnostic Equi pment (TMDE) required for each operation task and/or
mai nt enance task according to its applicable echelon. The Contractor shall identify the tools as either special or common.
Special tools are those not currently available to the USMC (Attachnent 2). The Contractor shall provide a cost estinmate for

procurenent of the special tools in the quantity required for the applicable maintenance echelons. The Contractor shall also |ist
those tools that are no longer required for LAV naintenance as a result of SLEP nodifications.

e. The Contractor shall ensure that the ILS vehicle on |oan fromthe Government is avail able for each Logistics
Review. The Contractor shall also nake avail abl e the applicable SLEP conponents, conmmon tools and special tools (not identified
in Attachment 2), TMDE, support equi pnent, consumable itenms and bulk items that were identified during the Contractor's |ogistics
devel opnent .

f. Mai nt enance task anal ysis and validation summary. This analysis shall include the items highlighted in

Attachnment 10. The Contractor shall deliver the Miintenance Task Analysis data in accordance with A019 and Attachnent 10.

C. 15.5.2 GOVERNVENT DI RECTION. Al Governnent comments/direction provided to the Contractor at the review will be considered as
final. Governnment comments/direction shall be linmted to clarifying requirenents within the SON The contractor will not be
directed to performwork outside the SOW

C. 15.5.3 CONTRACTOR PERSONNEL. The Contractor shall provide technical personnel at the review who understand ILS, are fanmiliar
with the SLEP | ogistics data, and can effectively address Government concerns on the data being reviewed. Contractor personnel
who devel oped the data being reviewed shoul d support its review

C. 15.5.4 NOTI FI CATI ON OF TOOLS REQUI RED FOR LOGQ STICS REVIEWS. The Government will provide a General Mechanics tool kit thirty
days after contract award. The Contractor shall notify the Government of common tools required for ILS devel opnent which are not
contained in the GFE tool kits NLT 30 days prior to each Logistics Review The Governnent will neke every effort to acquire the
required common tools for the Contractor prior to the Logistics Review. |f the Governnent cannot provide the tool, the Contractor
shal | acquire the tool. The Contractor shall not delay its ILS devel opment because a common or special tool is not avail able.

If a given tool or TMDE has a unit price greater than $5,000, the Contractor shall obtain pernmission fromthe Governnent to
procure it.

C. 15.5.5 COWPUTER ACCESS. The Contractor shall provide on-line conputer access in order to update and correct the
provi sioning, and TMdata at each Logistics Review The Contractor shall update its database in accordance w th Government
direction provided at the Logistics Reviews.

C.15.5.6  CORRECTI ON OF DATA AND DELI VERABLES. The Contractor shall deliver corrected SL-4 pages, TM pages and PMR data thirty
days after each Logistics Review (ELINs A012).

C. 15.5.7 PHS&T | SSUES. The CGovernnent shall notify the Contractor when designated Governnent personnel will attend the
Logi stics Reviews to discuss PHS&T (Packaging, Handling, Storage and Transportation) issues NLT 15 days before the applicable
Logi stics Review. PHS&T i ssues are addressed in detail in Section D

C. 15.5.8 PROVI SI ONI NG MASTER RECORD (PMR). The Contractor shall devel op provisioning data to support the SLEP program | AWM L-
STD 1840 and M L-PRF 49506, Appendix B. The Contractor shall arrange the provisioning data in a top-down breakdown sequence. M L-
HDBK- 502 may be used as a guide. The mninum provisioning requirenents are outlined in Attachment 6. The data shall be delivered

I AWELIN A013. At the SOWneeting the Government will provide the Contractor with the Interactive Conputer Aided Provisioning
System (|1 CAPS) software that the Contractor shall use in preparing and delivering the provisioning data.

C.15.5.8.1 ENG NEERI NG DATA FOR PROVI SI ONI NG ( EDFP) . The Contractor shall deliver the EDFP | AWELIN A014. The EDFP shall, at
a mninmm provide:
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a. Technical identification of items for maintenance support considerations.
b. Source of supply and/or manufacturers of the itens.

C.15.5.8.1.1 EDFP is required in the order of preference shown bel ow
a. Covernment or recognized industry specifications or standards.
b. Engi neering drawi ngs.
c. Commercial catalog illustrations and/or descriptions.
d. Sketches or photographs with brief descriptions of dinmensional, material, mechanical, electrical or other descriptive
characteristics. Wen sketches or photographs are provided for an assenbly, a parts list shall be provided.

C. 15.5.8.2 PROVI SI ONI NG SCREENI NG, The Contractor shall subnit provisioning screening to the Defense Logistics Information
Service (DLI'S), in accordance with ELIN A015 and Attachnent 7, 45 days prior to each Logistics Review. The data shall address
conpl ete assenblies for each Logistics Review The Contractor may use LOGRUN for this effort.

C.15.6  TECHNI CAL MANUAL CONTRACT REQUI REMENTS (TMCR). TMs devel oped under this Contract shall be prepared |AWthe LAV SLEP
TMCR (Attachment 4). See ELIN A017.

C. 15.7 RECOMMENDED REPAI R PARTS LI ST (RRPL). The Contractor shall develop a listing of parts and special tools it recomends
as required to support the density of SLEP-nodified LAVs for 12 nonths after Initial Operational Capability (10C), projected for
Nov 04, | AWELIN A016. The list shall identify SLEP assenblies and rel ated down parts in a top-down breakout sequence. The
Contractor shall format the RRPL to include data el ements provided in Attachment 3. The Governnent's parts order will be added
by suppl enental agreenent in Phase ||, reference C. 25.8.

C. 15.8 TRAINING The Contractor shall provide training for the follow ng activities:
- Vehicle Fanmiliarization
- Devel opnental Test and Operational Test (DT and OT): This includes operator and limted on vehicle maintenance
training for the unique aspects of the vehicle that relate to the SLEP nodifications.

C.15.8.1 TRAI NI NG REQUI REMENTS . The Contractor shall produce course material that includes a training course outline and
appropriate text. Prepare and deliver in accordance with ELI N A018. The text shall be detailed enough to adequately suppl enent
course |lectures and exercises and should include a list of all general and special tools required to conduct training. The
Contractor shall provide one copy of the course material to each student at the start of the course. Trai ning course naterial
shall be in Contractor format and shall be sufficient to support operator and mai ntenance training. The target audience is high
school graduates with an eighth grade reading | evel who have had little technical training. Courses shall include safety and
hazard instruction. The student to instructor ratio shall not exceed thirty to one for lecture instruction and seven to one for
instruction involving practical applications. Cl asses shall not be conducted on weekends or holidays. The Governnent shall
provi de adequate classroomfacilities for DI/ OT training.

C.15.8.2 SLEP FAM LI ARI ZATI ON TRAI NI NG The Contractor shall conduct one SLEP familiarization training course at its facility.
The course shall consist of both classroomand on-vehicle training. This course should be designed to cover SLEP nodifications
for SLEP team nenbers who have a general understanding of the LAV configuration. Training should address all major components of
the SLEP nodifications, their functions and their performance characteristics. Student nmi ntenance activities shall be
restricted to operator level. The course duration not exceed 40 hours and there will be 20 students attending. The Contractor
shall propose a course date at the ILS SOV neeting and determine the nunber of required instructors.

C.15.8.3 DT and OT (Operator and Maintenance) TRAI NI NG This training shall focus on the inpact of SLEP nodifications on
current LAV operating procedures. Separate classes shall be provided for DT and OT consisting of both operator and maintenance
training. Each operator/driver training class shall not exceed 40 hrs. Maintenance training shall include on-vehicle nmaintenance
trai ni ng enconpassi ng troubl eshooting procedures to the LRU | evel and renpve and repl ace tasks at the organizational |evel.
Training shall not cover off-vehicle repair. Mintenance training shall not exceed 40 hrs. Training shall begin within five days
of SLEP LAV arrival at the designated training site. The Government will provide 4 SLEP prototype vehicles for the training.

This training shall be conpleted for all students prior to testing. The training day shall not exceed 10 hours. The nunber of
students for operator or maintenance training shall not exceed 30. |If training is required on the LAV-AT, then the contractor
shal | provide 20 hours of conbined operator and maintenance training prior to the start of the LAV-AT test efforts. The Contractor
shal | provide all SLEP uni que special tools and parts required to support the training.

C.15.8.4 The Contractor shall conduct one hands-on SLEP installation training class at its facility. Training shall consist of
both cl assroom and on-vehicle training, as required, and shall not exceed one day (10) hours. This training shall focus on
providing an explanation of the major conponents of the SLEP nodifications, how they work, and hands-on instruction on how SLEP
upgrades are to be installed in the vehicle. The course shall be designed for Marines who are subject natter experts and who will
be involved in kit installation. Cass size shall not exceed 10 people. The class shall be scheduled to begin one day prior to
the Mai ntenance Conference in Arpil 2001.

C 15.9 TEST SUPPORT. The Contractor shall provide the follow ng support for SLEP LAV testing (Section E):
- System support for on-vehicle conponents
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- Limted Technical I|nspection
- Field Service Support

C.15.9.1 GOVERNMENT FACILITIES. The CGovernnent will provide space as required at each site for storage of system support itens
and for office facilities. The Government will also provide an office that will have, as a minimum furniture, electrical
hookups, and a tel ephone |ine hookup.

C. 15.9.2 SYSTEM SUPPORT. The Contractor shall provide system support for LAV SLEP DI/ OT. System support is defined as
providing any items required to support the entire vehicle configuration for on-vehicle conponents. The Governnent will provide
LAV General Mechanics tool kits, and petroleumoil and lubricants (POL), and one set of SL-3 tools (excluding weapons or

conmmuni cation equi pnent) for each vehicle under test as GFE in accordance with Attachnment 2. The Contractor shall provide all
other tools to support the on-vehicle naintenance that is to be performed by the USMC. The Contractor shall ensure that the
replacenent part is available at the test site within 48 hours of notification. The Contractor shall also provide TMs for all
tests that include, as a mininmum all SLEP operations and renove/repl ace mai ntenance procedures. The Contractor shall conduct an
analysis on failed items and will provide the Government the analysis results.

C. 15.9.3 FlI ELD SERVI CE SUPPORT (FSR). The Contractor shall provide capabl e and know edgeabl e personnel to support the USMC
wi th on-vehicle maintenance of the SLEP conponents. The Contractor FSR shall be available to assist during the entire USMC
mai nt enance wor kday (not to exceed 12 hrs). No maintenance will be perforned on weekends unl ess specifically approved by the
Contract Oficer Representative (COR).

C. 15.9.4 LI M TED TECHNI CAL VEHI CLE | NSPECTION (LTlI). The Contractor shall performLTls of all the vehicles that are used for
training or test upon receipt of the vehicles at the training test site. The Contractor shall conduct another LTI prior to the
commencenent of DT/OT. |f a conponent is mssing or requires replacenent, the Contractor shall obtain a replacenment. The
Contractor will be allowed no nore than 8 hours per vehicle for the LTI and to condition the vehicle as operational.

C. 16 CONFI GURATI ON MANAGEMENT (CM . - PHASE |

C.16.1. CONFl GURATI ON | DENTI FI CATI ON BASELI NE.  The SLEP vehicle nodifications as identified in the Purchase Description,
Attachment 1, shall be designated a Configuration Item (Cl). Vehicle and conponent configurations will be firmed up in accordance
with the schedul ed Design Review Meetings. Any configuration changes required after prototype delivery will require Government
approval . The data docunenting these changes shall be kept to a minimum The configuration baseline shall be that baseline
establ i shed upon delivery of the prototype vehicles for test and as nodified by changes and corrections agreed upon as a result of
DT/ OT.

C. 16.2 Prior to delivery of the prototype vehicles, the Contractor shall document and track all changes using Engi neering Change
Orders (ECO and other Contractor tracking procedures. After delivery of prototype vehicles, all configuration changes require
Gover nment approval via the ECP or RFD/ RFW process (reference ELINs B016, B017 and B018, C.26.2 and C. 26.3). The ECO data shall
be made available to the Governnent, as information-only, upon request. The Contractor's configuration control program shall:

a. Ensure effective control of all Cls and their approved configuration docunmentation.

b. Provide effective nmeans, as applicable for: (1) Proposi ng engi neering changes to Cl's, (2) Requesting Deviations or
VWi vers to such itens.

c. Ensure inplenmentation of approved changes.

C. 17 RESERVED
C. 18 CAl'V REQUI REMENTS- Phase |

C.18.1 CAIV Plan. The Contractor shall inplement the CAIV plan submitted with its proposal, and update the plan as required
through the life of the SLEP programin accordance with ELIN A021.

C.18.2 CAIV Integrated Product Team (CIPT). Wthin 30 days after contract award, the Government and Contractor /major
subcontractors shall nmeet at the contractor's facility to establish the CIPT. The purpose of the CIPT is to identify and eval uate
cost-performance tradeoffs, validate program LCC nethodol ogy, identify risk areas in achievenent of CAlV goals, and identify

promi sing cost reduction initiatives. The CIPT shall develop initial CAIV goals for O&% Cost and Di sposal Cost for the SLEP
upgrades, and identify methods of tracking achi evement of these goals. One product fromthe initial meeting shall be a |ist of
nmetrics to determne progress toward achi eving the SLEP CAIV goals. These netrics shall be incorporated into the plan and a
revised CAIV plan submtted to the Government by 60 DAC. The CIPT shall neet periodically (approximately twice a year) to review
the CAIV plan and netrics.

C. 18.3 Program Status Reviews (PSRs). The contractor shall report CAIV status (progress against goals and nmetrics) at PSRs
C. 19 EARNED VALUE - based PERFORMANCE MANAGEMENT SYSTEM (EVPMS). Earned Val ue-based Perfornmance Managenent System (EVPMB) is a

tool that allows both Governnent and contractor program managers to have visibility into technical, cost, and schedul e progress on
their contracts." EVPMS shall be used on the LAV Service Life Extension Program (SLEP) to ensure that program cost, schedule, and
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performance objectives are integrated and tracked to ensure their achievenent. EVPMS shall be used as a key tool in managing
program risk; however, contract EVPMS requirenents shall be tailored down to the mninmum necessary based on the SLEP R sk
Anal ysi s/ Ri sk Managenent Plan (ref. C. 7.5).

C.19.1 Responsibilities.

C19.1.1 Program Integration Contractor: The Contractor retains the primary responsibility for managing the SLEP program As
a result, they also shall retain the primary responsibility for managi ng their EVPMS process/system as a tool to ensure that
contractor and Government program managers have visibility into progress toward achieving program cost, schedule, and performance
objectives. The Contractor shall sumarize and report on EVPMS netrics in nonthly Cost Performance Reports-no criteria (CPR NC
and at Program Status Reviews. The contractor shall nmonitor the effectiveness of their EVPMS system and that of their major
subcontractors. The contractor and the Governnent shall jointly determi ne the extent of subcontractor involvenent in the EVPMS
program but the contractor shall maintain responsibility for nonitoring/consolidating the subcontractor's EVPMS input into its
EVPMS systenmireports, and shall be responsible for its accuracy.

C.19.1.2 PM Light Arnmored Vehicles (PMLAV). PMLAV shall review the contractor's CPR-NC submi ssions, and, in partnership with
the contractor, nonitor progress toward achi evenment of program cost, schedule, and perfornmance goals. PMLAV shall chair the

I ntegrated Baseline Review (IBR), and any other formal EVPMS reviews held during the course of the SLEP program

C 19.1.3 Procuring Contracting Officer (PCO. The PCO shall effect any contract nodifications required to affect changes to
contract EVPMS requirenments, or nmay designate this responsibility to the ACO The PCO, ACO and PM LAV shall jointly review the
contractor's EVPMS plan to verify its adequacy.

C.19.1.4 RESERVED

C 19.1.5 RESERVED

C.19.2. Integrated Baseline Review. An Integrated Baseline Review (IBR) will be conducted to seek nmutual understanding of and
agreenment to contractor planning for SLEP EVPMS. Fourteen days prior to the IBR the Contractor shall provide its System
Description, WBS Dictionary, Cost Account Matrix, Responsibility Assignnent Matrix, and sanple naster, internediate and detail
schedul es, as well as, sanple W rk Authorization Documents and their flows. The IBR shall be held at the Contractor's facility by
NLT 120 DAC. The I1BR shall be chaired by PM LAV, and shall address the follow ng issues, as a mininmum

- Verify technical content of the Performance Measurenent Baseline (PMB) and accuracy of related resource (budgets) and
schedul es;

- Ensure that there is a | ogical sequence of effort planned consistent with the contract schedul e;

- Conduct a technical assessnment of the earned value nethods that will be used to neasure progress to assure that
obj ective and neani ngful performance data will be provided;

- Establish a joint understanding of the contractors EVMS, to serve as the basis for future reviews of EVM pl anning,
status, and estinates at conpletion to ensure that baseline integrity is maintained throughout the Ilife of the contract.

- Tailoring of reporting to the mninumlevel required for effective contract nanagenent and oversi ght.
C.19.3 EVPMS Reporting.

C.19.3.1 Cost Reporting. The Contractor shall provide a standard Cost Performance

Report in Contractor format, , which shall include the followi ng data el enents at task
level :

a. Current and Cunul ative Budgeted Cost of Wrk Schedul ed (BCWS)

b. Current and Cumul ative Budgeted Cost of Work Performed (BCWP)

c. Current and Cumul ative Actual Cost of Work Performed (ACWP)

d. Schedul e Variance (SV)

e. Cost Variance (CV)

f. Latest Revised Estimate at Conpletion (LRE)

g. Variance at Conpletion (VAC)

h. Budget at Conpletion (BAC)

The CPR-NC shall be submitted electronically in accordance with ELIN A026 for effort performed under cost type Contract Line
I'tem Nunbers (CLINs). In addition, the Contractor shall provide CPR data in ANSI-ASC X12 format, conpatible with the
Governnment's EVPMS tracking software. On-line access by the Governnent of the

contractors CPRFEVM data is preferred over electronic subm ssion, so that the Governnment can nonitor the data and print out
its own reports. Format 5 of the CPR need only be provided for comenting on significant variances or trends that the
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contractor considers of interest to the Government. The contractor shall inmrediately notify the Governnent when the
projected WBS SPI and/or CPl values fall to 0.950 or below. The Contractor's CPR/ data shall incorporate subcontractor EVPMS
dat a.

C.19.3.1.1 Tailoring of the CPR-NC. CPR-NC requirenments shall be tailored to the maxi mum extent possible to accommpdate the
contractor's EVPMS system and to reflect the mninumessential data needed by the Governnment to nanage the program The
Governnment and Contractor shall agree on the extent of tailoring of the CPR-NC at the |IBR

C.19.3.2 Contract Wrk Breakdown Structure. The contractor shall present the Contract Wrk Breakdown Structure (CWBS) and CWBS
Dictionary to be used as the basis for EVPMS tracking/reporting. This CWBS shall be expanded by the contractor fromthe

Gover nment furni shed CWBS, as shown in Attachnment 11, to reflect the manner in which the work will be acconplished on the
contract, and to facilitate managenent, data collection, and reporting.

C.19.3.3 Program Status Reviews. The Contractor shall report on EVPMS status at the Program Status Reviews (PSRs) (ref. C 2.3).
C.20  ENVI RONMENTAL, SAFETY & HEALTH - PHASE |

C.20.1  SAFETY ASSESSMENT REPORT (SAR). The Contractor shall perform and docunent a system safety assessnent to identify all
safety features of the hardware and software design. The assessnent shall also identify hardware, software (if applicable to SLEP
upgrades) and procedural related hazards that may be present in the system or equi pnment. This assessnment shall be a conprehensive
evaluation of the risk of a mshap occurring prior to testing or operation of the system As a result of any safety anal yses,
hazard eval uations, GCovernment or independent Contractor testing, the Contractor shall prepare a SAR in Contractor format. The
SAR shal |l be submitted in accordance with ELIN A023. The SAR shall:

- Briefly describe the vehicle systemand its conponents including software.

- Provi de general physical characteristics of the system and conponents and describe how the software works in the system
Use photos, diagrans, sketches or drawi ngs as necessary.

- ldentify all safety features of the hardware, software, system design and inherent hazards.

- Est abl i sh speci al procedures and/or precautions to be observed by Governnent test agencies and system operators and

mai ntainers to ensure the safety of personnel and property.

- Summari ze the safety criteria/ methods used to classify and rank hazards.

- Summari ze results of tests and anal yses used to identify hazards. |Include results of tests conducted to validate safety
criteria or requirenents.
- Identify hazards that still pose a risk to users, and actions that have been taken to reduce this risk.

- Cat egori ze hazards as to whether they may be expected to occur under normal or abnormal use.

- Annot at e any hazardous material generated or used in the system Provide the appropriate procedures/precautions for
packagi ng, handling, storage, use, transportation and disposal of the material. Include explosive hazard classifications.
- I ncl ude applicable Material Safety Data Sheets.

- Identify all reference or source docunents used to prepare the report.

- A signed statement fromthe Contractor indicating that identified hazards have been controlled or elinminated, and the
systemis ready for operation/test.

C20.1.1 SAR UPDATES. In the event the vehicle systemis nodified or procedural
changes are made, the Contractor shall update the SAR to reflect those nodifications or
changes. The Contractor shall submt an updated SAR | AWELIN A023.

After this second SAR delivery, the Contractor shall provide updated SAR change page
notices within 30 days after any new nodification or change is inplenmented. In

addi tion, the Contractor shall inmmediately notify the Government (within 24 hours) via
phone or fax if new hazards or increased risk/hazard probability levels are identified
whil e Governnent testing of the vehicle (DT/OT) is ongoing.

C 20.2 HEALTH HAZARD ASSESSMENT. The Contractor shall perform and document a Health Hazard Assessnent to identify

heal t h/ envi ronmental hazards and to recommend engineering controls, equipnment, and/or protective procedures, to reduce the
associated risk to an acceptable level. A health hazard is defined as an existing or likely condition, inherent to the operation,
mai nt enance, transport, storage or use of material/equipnent, that can cause death, injury, acute or chronic illness, disability,
or reduced job performance of personnel. As part of this effort, the Contractor shall:

- Perform anal yses to determine if materials cause adverse effects in living creatures.

- Determine if materials pose a present/future threat to the environnent.

- Identify if materials cause damage to equi pnent/property during the life cycle of the system

- Eval uate and recommend alternative materials that reduce risk levels. Cost considerations shall be part of the
eval uati on.

- Deternmine if hazardous wastes are generated and identify controls.

C.20.2.1 HEALTH HAZARD CONSI DERATIONS. Itens to be assessed include, but are not limted to:
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- Noi se: Steady State and | npul se

- Toxi c Gases

- Chemi cal hazards - Address the chemcals identified in the Material Safety Data Sheets to be provided with the Safety
Assessnment Report.

- I oni zi ng or non-ionizing radiation.

- Heat and Cold (to include heat stress).

- Shock and vibration to crew menbers and anmmuni tion.
- El ectronagneti c Radi ation Effects (EMRE).

- CGeneration of hazardous wastes.

- Bi ol ogi cal hazards.

- Bl ast overpressure.

C.20.2.2 HEALTH HAZARD ANALYSI S REPORT (HHAR). The HHAR shall be submitted in Contractor format per ELIN A024. The data for this
report shall, as nmuch as possible, be collected fromthe SLEP upgraded vehicles the Contractor submts for Government testing.
The Contractor in his report shall:

- Identify, describe and discuss each potential or actual health hazard issue. Include whether the hazard may be
expected to occur under normal or unusual operating, maintenance or storage conditions.

- Recommend actions to elimnate, reduce or control each actual or potential health hazard descri bed.

- Identify hazardous materials by chenical nane, common or trade nane, NSN (if applicable), physical form and
manuf act ur er/ supplier.

- Annot ate where in the systemor equi pment hazardous naterials are used.

- Identify the conditions under which hazardous nmaterials pose a health threat.

- Recommend di sposal actions for each identified hazardous materi al .

- List all source materials and references used for preparing the report.

C.20.3 SYSTEM SAFETY WORKI NG GROUP (SSWG). The SSWG is a chartered advisory group dedicated to addressing safety issues and
supporting the Governnent's System Safety Manager. The primary function of the SSWcis to ensure all safety issues and identified
hazards are adequately addressed, to ensure the safe, manned operation of the SLEP upgraded LAV vehicles during Governnent testing
and fielding of the weapon system The Contractor, mmjor Subcontractors and the Governnment are active, participating menbers. At
| east one Contractor representative shall attend each SSWa  The Government will chair the neetings. The nmeetings will be held in
conjunction with the Test IPTs (ref. E. 9.2.1) and should not exceed 4 hours. The SSWG may address any issues related to system
safety. Typical Contractor tasks at an SSWG neeting may incl ude:

- Revi ewi ng safety program status.

- Sunmmari zi ng hazard anal ysis.

- Presenting incident assessnments for system m shaps or nal functions.

- Presenting status of assigned actions.

- Identifying safety deficiencies.

C.20.4 ENVI RONMENTAL ASSESSMENT. |In order to support US Government testing, the Contractor shall perform an Environnental
Assessnent to determine environnmental inpacts of SLEP upgrades. As a result, the Contractor shall provide an Environnental

I npact Statenent (EIS). The EIS shall be submitted in Contractor format per ELIN A025. The EIS shall contain, as a mninum an
anal ysis of the inpact that the upgrades have on the environment (personnel, wldlife, atnosphere, water, vegetation, soil) while
it is being operated, transported, or stored. |Include any hazardous/toxi c wastes generated.

SECTION C - PART THREE - APPLI CABLE TO PHASE 1|

C.21 Phase |l Options for Installation of Vehicle Upgrade Kits: Installation of kits under Phase Il shall be acconplished based
on exercise of one of two options (the Government shall not exercise both options). |In either case, the integration effort shall
be acconplished in accordance with the schedules in Section F, and the Contractor shall maintain Total System Responsibility in
accordance with C 1.2.3.

C.21.1 Option 1 - Contractor Installation at Field Units Conbi ned with Depot Coordination (FY 03 and 04 options). Under this
option, the Contractor shall be responsible for any and all effort required to install upgrade kits in vehicles |ocated at field
units (i.e. those not |ocated at either MCLB Al bany or Barstow). This shall include any required vehicle teardown and reassenbly
effort. The Contractor shall not be required to repair or refurbish the vehicles; only performeffort related to installation of
upgrade kits. For installation on vehicles |ocated at MCLB Al bany and Barstow, the Contractor shall coordinate the installation
with the ongoing I ROAN effort in accordance with the Contractor's Manufacturing Plan. Inspection and acceptance of vehicles after
installation shall occur at the place of installation. The Contractor shall be required to ship upgrade kits and any equi pnment or
material required for installation to the installation site. The Contractor shall be required to nanage the kits, equipnment and
material at the site, and shall be responsible for replacing any itens that are missing or damaged with new itenms at no additional
cost to the Government. The Governnent shall provide, at the active duty battalion sites, secure storage facilities for material,
space, and facilities for installation, and office facilities for Contractor personnel. The Contractor shall be allowed to use
any equi prment/ tools/facilities available at each site for the installationeffort, but shall be required to supply any

equi pment/tools that are not available at the site. The Governnment shall provide all Petroleum Q1l, and Lubricants (PQOL)
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necessary to support the installation and final inspection effort.

C.21.2 Option 2 - Teardown, Reassenbly, and Linited Installation by Governnment Personnel at Field Units with Contractor Oversight

& Installation; Conbined with Depot Coordination (FY 03 and 04 options). Under this option, Government personnel will tear down
and reassenbl e the vehicles located at field units (i.e. those not |located at either MCLB Al bany or Barstow), and performlimted
(third echelon tasks, i.e. remove and replace) installation. Field unit installation effort will only be done as proposed and as
detailed in the Contractor's Manufacturing Plan and approved by the Governnent. The Contractor shall be required to perform any
installation effort not performed by Governnment personnel, and shall oversee the Government installation effort. The Contractor
shal |l not be required to repair or refurbish the vehicles; only performeffort related to installation of upgrade kits. For
installation on vehicles |located at MCLB Al bany and Barstow, the Contractor shall coordinate the installation with the ongoing

| ROAN effort in accordance with the Contractor's Manufacturing Plan. |Inspection and acceptance of vehicles after installation
shal | occur at the place of installation. The Contractor shall be required to ship upgrade kits and any equi pment or naterial
required for installation to the installation site. The Contractor shall be required to manage the kits, equipnment, and nateri al
at the site, and shall be responsible for replacing any itens that are m ssing or damaged with new itens at no additional cost to
the Governnent. The Governnent shall provide, at the active duty battalion sites, secure storage facilities for material, space
and facilities for installation, and office facilities for Contractor personnel. The Contractor shall be allowed to use any

equi pment/ tools/facilities available at each site for the installationeffort, but shall be required to supply any equi pnent/tools
that are not available at the site. The Governnent shall provide all Petroleum G, and Lubricants (POL) necessary to support
the installation and final inspection effort.

C.21.3 Contractor and MARCORLOGBASE Depot SLEP Production Efforts - Phase Il. Wthin 30 days after exercise of the first (FY02)
upgrade kit option, the Contractor shall nmeet with PM LAV, MARCORLOGBASE, and field unit personnel to discuss how best to
coordinate Phase Il installations. The parties shall review the nost efficient timng of the SLEP tasks, in order to mnimze
schedul e risk and maxi m ze overal |l process efficiency. This review shall include any work proposed by the Contractor to be
shifted to the Depot I ROAN effort. Wthin 30 days after the nmeeting, the Contractor shall subnmit an updated Manufacturing Plan
(ref. C. 3 and ELIN B003) reflecting agreenents reached at the nmeeting. This plan shall be followed by the Contractor for Phase ||
installation after Governnent approval, and in acordance with the installation option chosen (ref. C.21.1 and C.21.2). This plan
shal |l al so be the basis for definitization of the Phase Il installation option ceiling prices.

C.21.4 Storage of Vehicle Upgrade Kits. The Contractor is responsible for storing vehicle upgrade kits at its facility from
acceptance until shiprment to the point of installation. The Contractor is responsible for replacing any parts in the kit(s) that
are damaged or lost while in storage with new parts at no additional cost to the Govenrnment. The kit option prices shall include
any costs related to storage.

C 22 MEETI NGS/ CONFERENCES/ REVI EVS.

C221 AGENDAS. The Contractor shall subnmit an agenda and read-ahead package/briefing charts fifteen days prior to each neeting
except for meetings hosted by the Government. All agendas shall be in Contractor format (ref. ELIN B001) and shall include, as a
mnimum the location, date(s) and duration of each neeting; a daily chronol ogical l|isting of each topic to be discussed, the
time allotted for each and the nane of the presenter; a status (or list) of action itens/problemissues identified at previous
meetings.

C 222 M NUTES. The Contractor shall prepare and submit neeting minutes within 10 days after each of neeting, except for
meetings hosted by the Government. Al minutes shall be in Contractor format (ELIN B002) and shall include, as a mninmm Meeting
| ocation, date(s) and duration; |list of attendees; a status of open action itens/problemissues; |ist of new action

items/ probl emareas, to include required resolution dates; summary of discussions.

C 23 PRODUCTI ON - PHASE 11

C.23.1 Production Progress Report.

The contractor shall prepare and deliver on a nonthly basis a report that displays the production Line of Balance (LOB) status in
accordance with ELIN BO0O4. The report should include, the status of production activities related to chassis nodifications,
application of survivability enhancenents, turret drive, electrical systemupgrade, transfer case application, and other critical
inprovenents identified as trade studies are conpleted and the programis defined. The points of application within the

manuf acturing process of conponents and assenblies included in the LOB report shall be included in the production flow chart of
the next higher assenbly.

C 23.2 The Production Progress Report, covering the first through | ast day of each cal endar nonth, shall be subnitted as of the
end of the first full nmonth that vehicle delivery is required. Reports are due by the fifth working day of the follow ng nonth.
The report shall be submitted each nonth thereafter with a final report subnmitted as of the end of the nmonth the Contractor
delivers the final vehicle under this contract.

C 23.3 During periods when no production activities relative to the above conponents and assenblies are on-going, the report
shall provide the status of long | ead procurenents to support the nmanufacturing of these conponents and assenblies. This



Reference No. of Document Being Continued Page 27 of 42

CONTINUATION SHEET
PIIN/SIIN DAAEO7- 00- C- MD10 MOD/AMD P00013

Name of Offeror or Contractor: METRI C SYSTEMS CORPORATI ON

information shall include long lead item part nunber and description, procurenent |eadtime, order date(s), quantities ordered,
quantities received and status of the balance quantity on order. The LOB report shall include in a tabular forma description of
the production activities at the critical process control points and the interrelated |eadti mes between the control points. The
use and col or coding of synbols in the report is optional. The contract schedule for the LOB Objective chart for the conponents
and assenblies produced by any subcontractors and vendors will be in accordance with the contracts/purchase orders with the prinme
contractor.

C 24 QUALI TY ASSURANCE REQUI REMENTS- PHASE ||

C24.1 FI NAL | NSPECTI ON RECORD (FIR) PHASE 11 (PRODUCTION). The contractor shall be provided a copy of the LAV-AT, LAV-L, LAV-R
LAV-M LAV-CC, MEWSS and LAV-AD Autonotive/ Hull Inspection Checklists as Governnent Furnished Information (GFl), see attachnent 2.
Usi ng the inspection checklist and the LAV-25 FIR (devel oped in Phase |) as a guide, the contractor shall then develop a FIR for
each of the LAV Famly of Vehicles (in contractor format) that will provide inspection criteria for accepting the upgraded LAV
SLEP vehicle configuration. The FIR shall contain inspection criteria for all the characteristics outlined in the LAV Purchase
Description, Table | for Quality Conformance Inspection (QCl). The FIR shall be provided to the Governnent prior to the First
Production Vehicle Inspection of each variant type for reviewin accordance with ELI N B006.

C.24.2 QUALITY CONFORVANCE | NSPECTI ON AND TEST PROCEDURES (QCl &TP) FOR LAV SLEP UPGRADE KITS. The Contractor shall devel op
QCI &TP for the inspection and acceptance of each SLEP Upgrade Kit devel oped under this contract. The QClI&TP shall include the
inspection and test controls specified in the drawi ngs, specifications and any related data. The QClI &TP shall be prepared in
Contractor format and subnmitted to the Government prior to inspection of the first Production Kit devel oped for each variant
type. The QClI&TP shall be submtted to the Governnment for review in accordance with ELI N B005.

C.25 I NTEGRATED LOG STI CS SUPPORT (ILS). Phase Il

C.25.1 |ILS DURING PHASE II. The Contractor shall performILS during the production phase of the LAV Service Life Extension
Program (SLEP) in accordance with procedures and provisions that were reviewed and established during Phase |

C 25.2 GOVERNMENT FURNI SHED EQUI PMENT ( GFE), MATERIAL (GFM), | NFORMATI ON (GFl) The CGovernnment will provide the Contractor
GFE, GFM and GFlI in accordance with Attachment 2.

a. The Contractor nmay request additional GFE fromthe Governnent to support devel opnment of SLEP upgrades. The
Government will make every effort to provide the requested GFE within required tinmefranes.

b. The Contractor shall naintain a record of GFE itenms. Data in GFE records should, at a minimuminclude: Item
identifiers (nomenclature, NSN and/or part nunber), date received, condition of itemon receipt, date the itemwas returned to
CGover nnment, condition of the item when returned.

c. The Contractor and the Governnment shall jointly review and reconcile their GFE records on a quarterly basis.

C 25.3 FRONT END ANALYSES TEAM ( FEAT) MEETI NGS. The FEAT nenbers shall be Contractor and CGovernnent |LS personnel. The
Contractor shall host one neeting at the Contractor site, if required by the Government in order to resol ve operator/nmaintenance
issues that ny arise fromdesign changes or problens identified during DI/OT testing

C.25.4  TEST MEASUREMENT AND DI AGNOSTI C EQUI PMENT ( TMDE) .

The Contractor shall deliver a proposal for TMDE identified in para C. 15.4.2 within 30 days after conpletion of DI/OT, unless no
new nodi fied TMDE is required. The quantity of and TMDE required will be specified by the Government no later than the start of
DT/ OT. The Governnent will add the requirenent for delivery of TMDE by suppl enental agreenent concurrent with exercise of the
first production option.

C.25.5 LOG STICS REVIEWS. The Contractor shall hold not nore than two Logistics Reviews to address |LS program review and
coordination, as well as residual maintenance, TM provisioning and configuration issues/actions. The Governnment and Contractor
shall review additions, nodifications and deletions to TM and SL-4 pages. The reviews shall address nai ntenance, provisioning, SL-
4 and TMdata in accordance with procedures established during the R& phase. The Contractor shall deliver the SL-4 data 30 days
prior to the Logistics Review | AWELI N B010.

C.25.6 PROVI SI ONI NG MASTER RECORD (PMR). The Contractor shall devel op provisioning data | AW procedures described in para
C. 15.5.8. The mini mum provisioning requirenents are outlined in Attachment 6 and shall be delivered | AWELIN B012.

C.25.6.1 ENG NEERI NG DATA FOR PROVI SI ONI NG ( EDFP) . The Contractor shall follow procedures described in paras C 15.5.8.1 and
C.15.5.5.8.1.1. The Contractor shall deliver the EDFP in accordance with ELIN B013.

C. 25.6.2 PROVI SI ONI NG SCREENI NG. The Contractor shall follow procedures established in par C 15.5.8.2. The Contractor shall
deliver the provisioning screening data, in accordance with ELIN B014 and Attachnent 7, 45 days prior to each Logi stices Review

C.25.7  TECHNI CAL MANUAL CONTRACT REQUI REMENTS (TMCR). TMs devel oped under this contract shall be prepared and delivered in
accordance with the LAV SLEP TMCR (Attachment 4).
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C 25.8 PROCUREMENT AND DELI VERY OF SPECI AL TOOLS AND RRPL COMPONENTS. The Contractor shall deliver a firmfixed price proposal
for special tools and parts identified on the Governnent-approved RRPL (reference C. 15.7 and ELIN A016) within 30 days after

conpl etion of DI/OT. The Governnent will add the requirenment for delivery of RRPL parts and tools fromthe |ist by supplenental
agreenment nodification concurrent with the exercise of the first production option. The proposal should reflect quantity price
di scounts for ordering the items/tools concurrent with material for production. After the nodification is effected, the
Contractor shall ensure that the itens delivered are consistent with the SLEP conponent production configuration. The Contractor
shal | replace parts that are no longer consistent with SLEP conponents at the time of delivery at no cost to the Government NLT
three nmonths after Government notification.

C 25.8.1 The Contractor shall ensure that 100% of all tools and parts ordered that are renpved at second echelon and 50% of the
parts ordered that are renoved at third echelon, are delivered 17 nonths after exercise of the first production option. The
remaining parts shall be delivered 25 nonths after exercise of the first production option.

C. 25.9 TRAI NI NG The Contractor shall provide training for the followi ng activities:
- Product Verification Testing (PVT)
- Instructor and Key Personnel (I|&KP)
- New Equi prent Trai ni ng

C. 25.9.1 TRAI NING COURSE REQUI REMENTS. The Contractor shall produce course material that includes a training course outline and
appropriate text. The text shall be detailed enough to adequately suppl ement course |ectures and exercises. The course wll

include instructions on safety procedures and hazard awareness. Classes will not be conducted on weekends or holidays. The
target audience is high school graduate with an eighth grade reading level and little technical training. The Contractor shall
provi de one copy of the course material to each student at the start of the course. Training course material shall be in

Contractor format and shall be sufficient to support operator and maintenance training. The student to instructor ratio shall not
exceed twenty five to one. Training naterial to be prepared and delivered in accordance with ELI N B0O15.

C. 25.9.2 PRCDUCTI ON VERI FI CATI ON TEST (PVT) TRAINI NG Operator training shall not exceed 80 hrs, and maintenance training
shal | cover off-vehicle repair and shall not exceed 120 hrs. The Contractor shall commence the basic operator and mai ntenance
training within five days of SLEP LAV arrival at the designated test site. The Governnent will provide 2 SLEP vehicles for the
training. Training shall be conpleted for all students five weeks after it comrences. The training day shall not exceed 10
hours. The nunber of students for operator training shall not exceed 12, and the students in maintenance training shall not
exceed 15. The Contractor shall provide all SLEP-unique special tools and parts required to support the training. The target
start date for PVT training is March 2003 for the follow ng variants, LAV-25, LAV-AT, LAV-L, LAV-C2, LAV-Mand LAV-R  Training
for the LAV-AD and LAV-MEWSS is projected to begin in April 2004.

C. 25.9.3 I NSTRUCTOR & KEY PERSONNEL TRAI NI NG (| &KP) . The Contractor shall conduct operator and mai ntenance training. Operator
training shall last no nore than 80 hrs and shall cover only the SLEP nodifications and their interfaces with the LAV. The course
shall be provided to no nore than 25 Marine instructors who are qualified at all echelons of maintenance. Training shall not
exceed 10 hours per day. Maintenance training shall not exceed 120 hrs. Maintenance training shall cover second through fourth
echel ons of maintenance. The Governnent shall provide two SLEP vehicles for the training. The Contractor shall provide all SLEP-

uni que special tools and parts required to support the training. |f depot level training is required per the Contractor's
mai nt enance plan, the Contractor shall provide no nore than 40 hours of training. The target start date for |&P training is
May 2003.

C. 25.9.4  RESERVED

C. 25.9.5 NEW EQUI PMENT TRAI NI NG (NET). The Contractor shall conduct training for a maxi mum of two classes each at the Marine
Expeditionary Force (MEF) I, Il and Ill. Training shall coincide with installation of upgrade kits at the organi zati ons (MEFs) to
be trained (see Section F). Training shall be linmted to a maxi mum of 40 students for each class. Qperator training shall not
exceed 80 hrs (10 eight hour days); maintenance training shall not exceed 120 hrs (15 ei ght hour days) and shall cover only the
LAV SLEP nodifications and vehicle interfaces. Training shall be conducted during the work week.

C. 25.10 TEST SUPPORT. The Contractor shall provide the follow ng support for SLEP LAV testing ( Section E):
- Conpl ete support for on vehicle conponents
- Limted Technical I|nspection
- Field Service Support

C 25.10.1 GOVERNMENT FACI LI TIES. The Government space as required at each site for storage of system support itens and for
office facilities. Each facility, as a mnimum w1l have furniture, electrical hookups, and a tel ephone |ine hookup.

C 25.10.2 SYSTEM SUPPORT. The Contractor shall provide system support for LAV SLEP PVT. System support is defined as
providing any items required to support the entire vehicle configuration for on-vehicle conponents. The Contractor shall ensure
that the replacenent part is available at the test site within 48 hours of notification. The Governnent will provide LAV tool
kits, and petroleum oil and lubricants (POL), and one set of SL-3 conponents for each vehicle under test as GFE | AW Attachnment 2.
The Contractor shall provide all other tools to support the on-vehicle maintenance that is to be performed by the USMC. The
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Contractor shall also provide for all tests a full-up TM and any new on-vehicle tools that are required to service LAV SLEP
nodi fi cations.

C 25.10.3 MAI NTENANCE/ FI ELD SERVI CE SUPPORT (FSR). The Contractor shall provide capable and know edgeabl e personnel to support
the USMC wi th on-vehicle maintenance of the SLEP conponents. The Contractor FSR shall advise USMC personnel who will performall
on vehicle mai ntenance on an as-required basis. The FSR shall be available to assist during the entire USMC numi nt enance wor kday
(not to exceed 12 hours). No maintenance work will be perforned on weekends unless specifically approved by the Contract O ficer
Represent ative (COR).

C 25.10.4 LI M TED TECHNI CAL VEHI CLE | NSPECTION (LTlI). The contractor shall performan LTI on all the vehicles that are used
for training or test upon receipt of the vehicles at the training and/or test site. If a conponent is missing or requirenents
repl acenent, the Contractor shall provide it within 48hours. The LTI should last no nore than 8 hours per vehicle to avoid test
del ays. Upon conpletion of LTI, each vehicle shall be conditioned as operational.

C. 26 CONFI GURATI ON MANAGEMENT (CM - Phase | 1.

C. 26.1. PRODUCT BASELI NE: The Initial Product Baseline establishes the detailed design docunentation (Item Detail

Speci fications) for each Configuration Item (Cl), including software changes and upgrades. The Initial Product Baseline will be
established as indicated in C 16.1. A Physical Configuration Audit (PCA) will be perforned on first production units and/or
vehicle. The final product baseline shall be established upon successful conpletion of the PCA on the first production vehicle
and/or units. Managenent of the final product baseline shall remain under the control of the Contractor for a period of 1 year
after delivery of the last SLEP production vehicle.

C.26.2 CONFlI GURATI ON CONTRCOL. The Contractor may use M L-STD-973 and Attachment 9 for guidance in devel oping ECP, RFD, and RFW
docurments. The Contractor shall manage the SLEP configuration baseline as follows:

C.26.2.1 Upon establishment of the initial product baseline, the Contractor shall docunment all changes to the Cl through

Engi neeri ng Change Proposals (ECPs), Requests for Deviation (RFD), or Requests for Waiver (RFW via the MEARS described in
Attachment 9. (Electronic delivery of ECPs, RFDs, and RFW under MEARS requires as a mninmum conpletion of mandatory fields on
electronic form Reference the following Data |tem Descriptions (DI Ds) for additional instructions: D -CMAN- 80639A- Engi neering
Change Proposal (ELIN B016), DI -CMAN-80640B-Request for Deviation (ELIN B017), DI-CMAN-80641-Request for Waiver (ELIN B018).

C.26.2.2 As a mininum ECPs shall be supported by drawi ngs and other data (e.g., detailed cost proposal data, test data and
anal yses) as specified in the contract to justify and describe the change and to deternmine its operational enploynment
characteristics. A summary of any testing done by the contractor to validate concepts or new technol ogy shall be provided with
the ECP. Prepare and deliver in accordance with reference ELIN B016.

C.26.2.3 Cass | ECPs shall require Government approval. The ECP shall also identify changes to the Recommended Repair Parts
List (RRPL). The ECP shall identify the date the Government needs to contract for the acquisition of the initial spare parts

related to the ECP in order to acquire Production Prices. |f necessary, draft Mdification Instructions (M) shall be subnitted
with the ECP for information only and will not be judged by the Governnent for acceptability. |If the Governnent approves the ECP,
a final M may be required. |If required, a final M shall be delivered 30 days after contract nodification. Ms shall be

prepared in Contractor format, reference ELI N BO16.

C.26.2.4 Cass | ECPs shall have a Contractor assigned priority code on it. The priority code shall be used in determ ning the
rel ative speed at which an ECP is to be reviewed by the Governnent. The priorities for the ECPs shall be Enmergency (E), Urgent
(U), and Routine (R). Once a problemthat requires a configuration change has been identified to, or by, the Contractor shall
provide nonthly status on the devel opnent of the solution until the formal ECP has been subnmitted. The status of solution shall
be sent to AMSTA- DSA-LV-M The following are the Governnent's processing tinmes after an ECP has been received in the PM LAV
of fice:

- Energency ECPs shall be processed within 48 hours

-Urgent ECPs shall be processed w thin 21 cal endar days
-Routine ECPs shall be processed within 60 cal endar days.

C 26.2.5 The CGovernnent will provide initial, limted training on the MEARS systemif requested by the Contractor. The
Contractor shall give the Government 30 days advance notice if training is required.

C. 26.3 REQUESTS FOR DEVI ATI ONV WAl VER (RFD/W. Requests for Deviation or Wiiver (RFD)W shall be submitted as appropriate (ref.
ELI Ns BO17 and B018) electronically via the MEARS. Both require Governnent approval. The Governnent is allowed 30 days for
review. The Contractor shall resubmit any Cass Il ECPs or RFDs and RFW shall be resubmitted as Cass | ECPs, when directed by
the Governnent. Submi ssion of those reclassified configuration changes to Cass | ECPs shall also be via MEARS.

C.26.4 CONFI GURATI ON STATUS ACCOUNTI NG (CSA). The Contractor shall establish and maintain a Configuration Status Accounting
(CSA) system As a mininmum the CSA systemshall provide the foll ow ng data:
a. ldentification of the currently approved configuration baseline.
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b Status of all proposed configuration changes and the effectivity point of all approved configurati on changes.

c. Historical data on the evolution of the configuration baseline.

d. A Configuration Status Accounting and Engi neering Report (CSA&ER).

e. The status of all Cass | and Il ECPs, Requests for Deviation, and Requests for Wiver shall be included in the
CSAQER. The CGovernment may request a CSA&ER no nore than quarterly, up to the date of |ast vehicle nodification.

The CSAGE and ER shall be prepared and delivered in accordance with D - CMAN-81253- Confi gurati on Status Accounting
I nformation, ELIN B019; and DI - CVAN- 80463- Engi neeri ng Rel ease Record, ELIN B020.

C 26.5 TECHNI CAL DATA PACKAGES ( TDPs) .

C.26.5.1 SLEP TDPs. The Contractor shall devel op, manage, and maintain the TDP for only SLEP nodification itenms starting from
contract award until one year after last production vehicle and/or unit delivery. The TDP shall consist of technical
docunentation, including but not limted to: drawings, parts lists, Bills of Materials, and Quality Assurance Provisions. After
that time, Government will instruct contractor as to what docunentation to deliver. Reference ELINs B022, B023, and B024.

C.26.5.1.1 Engineering Drawi ngs. The contractor shall devel op a conplete product engineering drawi ngs and associated lists
package in accordance with M L-STD 100, ASME Y14.100M and ASME Y14.34.M These draw ngs shall include assenbly and detail

drawi ngs down to the piece part for the itens designed and devel oped at governnment expense. Control drawi ngs shall be devel oped
for all comrercial off the shelf, non-devel opmental itens, and itens devel oped at private expense for which the governnent has not
acquired unlinmted rights. These control draw ngs shall provide the applicable perfornmance specification form fit, and function
informati on needed for conpetitive procurement of that itemor an interchangeable item Prepare and deliver in accordance with
ELI N B022.

C.26.5.1.2 | NDENTED BILLS OF MATERIAL (I BOM). Contractor format shall be used. Each IBOMshall contain, as a mininmum item
nunber, item nanme/description, and quantity. The |IBOVs shall be prepared in indenture |evel sequence. A separate IBOMis
required per variant. However, after establishing the IBOMfor the LAV-25, the IBOVWs for the other LAV variants shall only
identify the uniqueness/differences of each variant. Prepare and deliver in accordance with ELIN B023.

C.26.5.1.3 SUWHARI ZED BI LLS OF MATERIAL (SBOM). Contractor format shall be used. Each SBOM shall contain, as a mnimm item
nunber, item nanme/description, the revision date of the specified item the revision nunber of the specified item and the total
quantity per itemfor the SLEP program The SBOM shall be organi zed in al pha-nunmeric order. However, after establishing the SBOM
for the LAV-25, the other SBOWs shall only identify the uniqueness/differences of each variant. Prepare and deliver in accordance
with ELIN B024.

C.26.5.1.4 SUPPLEMENTAL TDP DATA. The Contractor shall neke avail abl e unschedul ed TDP data (drawi ngs, parts lists, and Bills of
Material) when requested by AMSTA-DSA-LV-M In addition, the Government may request delivery of up to a total of 5 Bills of
Material, in hard copy per year. The Contractor shall nake avail able these suppl enentary data deliverables within 20 days after
recei pt of Governnment request. Ref erence ELINs B022, B023, and B024.

C.26.6  VERI FI CATI ON OF CONFI GURATI ON | TEMS

C.26.6.1 PCA PLAN AND | NDENTED BI LLS OF MATERIAL (I1BOV). The Contractor shall deliver a SLEP PCA Plan in accordance with ELIN
B21. The plan shall neet the requirenents of Sections C. 6, C 16 and C. 26. The PCA Plan shall be used as a basis for conducting
the audit. The Contractor shall ensure that all docunentation identified in the PCA Plan to conduct the PCA(s) is available at
the start of the PCA. The initial PCA Plan shall be delivered electronically to the Government in conjunction with the IBOM the
PCA will be perforned on the first production vehicle. The Governnent shall provide comments back to the Contractor within 30
days.

C.26.6.1.2 As part of the PCA plan the Contractor shall also deliver to the Government an Indented Bill of Material (I1BOV) (ref.
ELI'N B023) NLT 30 days after exercise of first production option. The 1BOM shall represent all SLEP items. The list shall
constitute the PCA Candidates List. Wthin 30 days fromreceipt of the | BOM the Government will advise the Contractor which
items they intend to audit. Wthin 45 days after receipt of Government comments, the Contractor shall notify the Government when
these itenms are available to audit.

C.26.7. PHYSI CAL CONFI GURATI ON AUDI T. The CGovernnment w Il conduct one Physical Configuration Audit (PCA) on the SLEP itenms (i.e.
conponents, assenblies, and subassenblies). The PCA will, if necessary, audit conponent interfaces with the vehicle. The ILS
vehicle shall be used in lieu of the production vehicle. The PCA shall be the fornmal examination of the as-built configuration of
the identified itemagainst its design docunentation. The PCA shall be conducted at the Contractor's or subcontractor's site on
the sel ected candidates. The audit will be conducted on the first production unit of the selected candi dates and/or the first
production vehicle. The PCA plan will be used as the basis for the audit(s). The Government will initially audit no nore than 25%
of the entire PCA candidates. |In order for the Contractor to pass the audit, 95%of audited itenms nust be acceptable at the first
attenpt. Acceptable is defined as the as-built hardware matches the design docunentation (draw ng.) If the pass/fail criteria
is net, the contractor shall correct identified deficiencies. If the pass/fail criteria of 95%is NOT net, the contractor shall
review the entire SLEP TDP and nmake all necessary corrections to ensure that the as-built hardware matches the draw ngs. The
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Governnent reserves the right to performan additional audit of 15%of the remaining PCA candidates if the first audit is
unsuccessful .

C26.7 .1 PCA SUPPORT. The Contractor shall provide the necessary materials and resources to effectively support the PCA. The
Prinme Contractor may have their vendors avail able at the PCA.

C 26.8 Dat a Managenent : Al data managenent will be acconplished in accordance with the guidelines set forth in Attachnent 9,
Gover nment Concept of Operations.

C 26.8.1 El ectronic Data Access: PM LAV s data repositories are managed by the Marine Corps Logistics Base (MCLB-) Al bany.
Access to data has to be authorized in Accordance with the procedures outlined in Attachment 9.

C. 26.8.2 Formats to be utilized:
Engi neering Draw ngs/ NORs CALS Raster |mages (G oup 4w 184A Header)
Illustrations CALS Raster |nmages
Text M5 Word (.doc) (Mcrosoft Version Wrd97)
Spreadsheets MS Excel (,xls) (Mcrosoft Version Excel 97

C 26.8.3 Hard Copies: Al LAV technical data and drawings are either digitized or have been scanned and are avail abl e
electronically. Requests for "Hard Copies" require special efforts and shoul d be avoi ded.

C. 27 RESERVED
C.28 COST AS AN | NDEPENDENT VARI ABLE (CAI'V) - Phase ||

C.28.1 CAIV Plan. The Contractor shall inplement the CAIV plan submitted with its proposal, and update the plan as required
through the life of the SLEP programin accordance with ELI N B025.

C.28.2 CAIV iIntegrated Product Team (Cl PT). The CAIV Wrking Goup shall neet periodically (approximtely twice a year) to review
the CAIV plan and netrics.

C.28.3 Program Status Reviews (PSRs). The contractor shall report CAlIV status progress against goals and netrics) at PSRs.
C.29 RESERVED

C.30  ENVI RONMENTAL, SAFETY & HEALTH - PHASE 11

C. 30. 1. SAFETY ASSESSMENT REPORT ( SAR) Updat es. In the event the vehicle systemis nodified or procedural changes are made, the
Contractor shall update the SAR submitted in Phase | (Ref C.20) to reflect those nodifications or changes. SAR updates shall be
in the formof change pages, subnmitted within 30 days after any new nodification or change is inplenented. In addition, the
Contractor shall imrediately notify the Government (w thin 24 hours) via phone or fax if new hazards or increased risk/hazard

probability levels are identified while Government testing of the vehicle (DT/OT) is ongoing. (ELI' N B028).

C. 30.2 HEALTH HAZARD ANALYSI S REPORT (HHAR) Updat es. HHAR updates shall be submitted in Contractor format per ELIN B029 as
configuration changes occur.

C. 30.3 SYSTEM SAFETY WORKI NG GROUP (SSWG) Meetings. SSWG neetings will continue to be held in conjunction with the Phase |l Test
IPTs (Ref e.9.2.1).

C. 30.4 ENVI RONMENTAL ASSESSMENT Updat es. In order to support US Government Phase || PVT testing, the Contractor shall review
the Environnmental Assessment submitted in Phase | (ref C 20) and to determine if an update is required based on configuration
changes from Phase |. If required, the update shall be submitted in accordance with ELIN B030 as change pages to the original

El S.

*** END OF NARRATI VE C 001 ***
SECTI ON C - PART FOUR - ADDI TI ONAL STATEMENT OF WORK REQUI REMENTS

C.31 CONTRACTOR VI SIT TO ACTI VE DUTY LI GHT ARMORED RECONNAI SSANCE (LAR) BATTALION (Phase 1). The Contractor shall send a teamto
visit an active duty LAR battalion to becone fanmiliarized with the environment in which the LAR battalions operate and neet with
the Marines who actually fight in the vehicles. Eleven (11) Contractor personnel shall visit Canp Lejeune on 28 Jun 00, and shall
receive the following information fromthe Governnent, as a mnimum (1) An overview of the LAR battalion organization and

m ssion; (2) LAV Water operations to include vehicle prep, ballast procedures and vehicle swi moperations; (3) LAV maintenance
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operations (maintenance routine, facilities and 2147 mechani cs at work; and (4) 25mm gunnery exercise (firing procedures, up-
| oad/ down- | oad procedures, target engagenent procedures, etc.).

C. 32 CONTRACTOR ATTENDANCE AT LAV CONFERENCE. The Contractor shall send one representative to attend the LAV Conference held at
Canp Pendl eton, CA on 19 and 20 Sep 2000.

C.33 FIELD | NSTALLATI ON PLANNI NG MEETI NGS (Phase 1)
C.33.1 In preparation for installation of SLEP kits at field sites, planning nmeetings shall be held at the follow ng | ocations:

Canp Pendl eton, CA
29 Palnms, CA

Camp LeJeune, NC
Warren, M

Ri verton, UT

Ft. Detrick, M
Quantico, VA

C.33.2 The Contractor shall send at |east two representatives to attend each of the above neetings.

C. 34 CONTRACTOR ATTENDANCE AT | NTERACTI VE ELECTRONI C TECHNI CAL MANUAL WORKSHOP. The Contractor shall send one representative to
attend the Interactive Electronic Technical Mnual (IETM Workshop held at Quantico, VA from31 Cct 2000 through 2 Nov 2000.

C. 35 CONTRACTOR FAM LI ARI ZATI ON W TH MARI NE TRAINING  The Contractor shall send two representatives to the Marine Training
facilities at Aberdeen, MD and Canp Pendl eton, CA to becone famliarized with the Marine training facilities, procedures, and
processes. Both of these individuals shall spend one day at each of the two facilities. These trips are targeted to take place
in the Decenber, 2000/January, 2001 timefrane.

C.36 CDA KITS FOR EARLY USER ASSESSMENT VEHI CLES.

C.36.1 The Contractor shall provide and install Control Display Assenbly (CDA) kits onto fifteen (15) LAV-25s at the Governnent's
Enhanced Equi prent Augnentation Pool (EEAP) at 29 Palns, CA. The CDA kits shall be a partial upgrade kit consisting of the CDA
cover, replacenent bulbs, gasket, coretec enmitter, rubber boots for toggle swtches, and associated conponentry to ensure
functionality of the CDA instrument panel. Installation of these kits shall be conpleted prior to 8 January 2001.

C.36.2 The Governnent shall performan Early User Assessment (EUA) test of the CDA upgrade on the vehicles having the CDA kits
installed. This test shall take place over a 3 week period beginning in January 2001. The Contractor shall provide on-site
technical and spare parts support for any failures of the upgraded CDAs for the first week of this test. The Contractor shall be
responsi bl e for analysis and correction of any deficiencies identified during the test in accordance with Section E. 9. 4.

C. 37 EARLY USER ASSESSMENT OF TURRET COVERS (LAV-25 AND LAV-AT) (CLIN 1011AA)

C.37.1 The Contractor shall provide 12 each LAV-25 turret covers and 4 each LAV-AT covers. Eight (8) Lav-25 and 4 LAV-AT covers
shall be delivered to the 1st Battalion at Canp Pendl eton, CA. The renaining 4 LAV-25 covers shall be delivered to the depot in
Al bany, GA for followon shipnent by the Governnment to Ckinawa. Delivery of these covers shall be nade to ensure arrival at
destination not later than 30 Mar 01. Installation instructions with clear illustrations and diagrams as necessary shall be over-
packed with each cover.

C.37.2 The Governnment will performan Early User Assessnent (EUA) of the turret covers. This test will take place over a 180 day
period beginning in April 2001. The Contractor shall be responsible for analysis and correction of any deficiencies identified
during the test in accordance with Section E.9.4.

C.37.3 The Contractor will also draft a EUA survey for PM LAV review 30 days after award of contract nodification. The purpose
of the survey is to obtain information fromthe EUA participants regarding form fit, function, stowage, |ogistical issues that
m ght have occurred during the EUA. PMLAV will finalize the survey and distribute to the EUA sites.

C.38 The Contractor shall host a "roll-out" cerenpny at its facility on 20 Mar 01. The cerenony shall include attendance and
short speeches by various dignitaries, including General O ficer(s) and nmedia. The Contractor shall have static displays

avail able, including the ILS SLEP vehicle, with signs or other nmethods that explain the SLEP changes to the vehicles. Prior to
the formal cerenpny, the Contractor shall conduct a short plant tour for the personnel attending the cerenpny. Additional plant
tours shall be provided during the day if required. The Contractor shall make a conference room avail able for Governnent program
briefings during the day. The detailed agenda for the cerenobny shall be coordinated between the Governnment and the Contractor.

*** END OF NARRATIVE C 002 ***
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SECTI ON E - | NSPECTI ON AND ACCEPTANCE
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SECTION E
| NSPECTI ON ACCEPTANCE

PHASE | - RESEARCH AND DEVELOPMENT

E. 1 I NSPECTI ON OF RESEARCH AND DEVELOPMENT?
FI XED PRI CE | NCENTI VE 52. 246-8

E. 2 | NSPECTI ON AND ACCEPTANCE PO NT: Origin

E. 2.1 The contractor shall conduct the Procurenent Quality Assurance |nspection denpnstrating the conformty of the LAV SLEP
vehicle systenms and ot her deliverable conponents using the applicable drawi ngs and specifications at the follow ng | ocations:

Contractor's Pl ant

Nane

Addr ess

Sub-contractor's Pl ant

Nane

Addr ess

E. 3 1 NSPECTI ON AND ACCEPTANCE PO NT (Data): The inspection and acceptance of any data delivered under this contract shall be at
destination. Destination shall be those addresses set forth in the DD Form 1423 for each deliverable data item

E. 4 QUALITY SYSTEM AUDI TS/ | NSPECTI ONS.  Operating procedures and inspection records that document the Contractor's adherence to
their Quality Systemshall be made avail able for Government review when requested. The Contractor is subject to procedural audits
or product inspections at any point during the contract and shall provide audit/inspection assistance upon request. Audits and
product inspections will be conducted by the Government to verify the Contractor's conpliance to their quality program and
conpliance to their docunented operating procedures.

E. 4.1 The PCO, ACO or the Government QAR shall provide audit and inspection results to the Contractor. The Contractor shall
respond to all unsatisfactory audit and inspection results within 30 days fromrecei pt of the Government Audit/I|nspection
report(s) and provide corrective action as required | AWELIN A005. All deficiencies detected during any Governnent audit(s) or
product inspections shall be corrected by the Contractor | AWtheir documented Quality Assurance Program Pl an.

E. 5 | NSPECTI ON EQUI PMENT. The contractor shall be responsible to supply and naintain all inspection and test equi pment necessary
to assure the vehicle systemand conponents conformto contract requirements. Al inspection equipnent shall be available for use
at the start of production. The contractor shall make available to the Governnment applicable and necessary inspection equi pment
for use during vehicle systeminspection. The Governnment will return all inspection equipnment upon conpletion of inspection.

E. 6 DRAW NGS FOR | NSPECTI ON. \When requested, the contractor shall provide |egible drawi ngs and printed specifications to which

each SLEP vehicle systemwas manufactured. These draw ngs and specifications shall be annotated to the |atest revision. After

the CGovernnent conpletes the production inspection and acceptance, the Government will return all draw ngs and specifications to
the contractor.

E. 7 VI SUAL | NSPECTI ON CRI TERI A FOR STEEL WELDMENTS.

E.7.1. The contractor shall performvisual inspections of all weld joints effected by SLEP, |AWthe requirenents of AWS Dl1.1 or
the visual inspection standards outlined in TM 08594A-25/1. Subject to PCO approval, the Contractor may substitute its current
met hod of visual inspection procedures in lieu of the above stated requirenments as |long as these procedures are equivalent to the
above stated requirenents.

E. 8 QUALI TY ASSURANCE REQUI REMENTS.

E. 8.1 SECTION 4 OF THE PURCHASE DESCRI PTION. Section 4 (inclusive), "Quality Assurance Provisions", of the Purchase Description
(Attachment 1) constitutes quality assurance and testing requirenments along with those requirenments set forth in this contract.

E. 8. 2 GOVERNMENT FURNI SHED MATERI AL/ EQUI PMENT. The Contractor shall be supplied GFM GFE as delineated in Attachment 2 throughout
the course of the contract. The Contractor shall inspect all such GFM GFE upon receipt to document proper count and condition.
Al'l deficiencies discovered during this inspection shall be docunented on a Quality Deficiency Report (SF form 368) and subnitted
to the Government, within 15 days fromthe tine of inspection | AWELIN A010. Handling of GFM GFE shall be in accordance with the
Contractor's Quality Program (Section C 4.1). The Government will be responsible to correct all deficient G-M GFE and GFM
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Vehi cl es unl ess the deficiency was caused by the contractor as part of the SLEP integration process.
E. 8.3 I NSPECTI ON AND ACCEPTANCE OF PROTOTYPE VEH CLES.

E.8.3.1 The Contractor shall be provided 5 LAV-25 (MC) Vehicles for SLEP upgrades as well as an LAV variant of each variant type.
The Contractor shall conpletely inspect each LAV variant upon arrival at contractor's facility. This inspection shall be
conducted | AWthe LAV Autonotive/Hull Inspection Checklist provided as GFl (Attachment 2). Al deficiencies shall be docunented
on the Deficiency Sheet attached to the Autonotive/Hull I|nspection Checklist and submtted to the Governnment as part of a SF form
368 (Quality Deficiency Report) IAWELIN A010. This inspection shall docunent the condition of each Government Furnished LAV upon
arrival and establish the vehicle baseline for acceptance upon conpletion of SLEP. All reported deficiencies discovered prior to
SLEP integration are the responsibility of the Governnent.

E. 8.3.2 Upon conpletion of the SLEP integration process, the contractor shall conpletely inspect and road test the LAV-25
prototypes vehicles (or other variants as required). |nspection shall be conducted in accordance with their Quality Assurance
Program Plan (C.4.1) and the Final Inspection Record (C. 4.5), at the contractor facilities prior to shipment to the Governnent
test site. At least 20 calendar days prior to the inspection of the prototype vehicles, the contractor shall furnish witten
notice to the Procurenment Contracting Oficer or their representative of the time and |location of the inspections so the
Government may witness and participate in the inspections. At the tinme of inspections, the contractor's record of inspections and
tests that were previously conducted on the vehicles and its conponents shall be nade avail able for review by the Governnent
representatives. Al deficiencies detected by the contractor or Government and any corrective action taken shall be described in
witing on the deficiency sheet attached to the FIR  The contractor shall correct all deficiencies detected by the Government on
the LAV-25 prototypes (or other variants), supporting equi pment and documentation prior to delivery to the Governnment test site.

E. 8.4 QUALITY RECORDS. (Quality records of the exam nations and tests performed by the contractor shall be kept conpete and
avail able to the Government for a period of two years follow ng conpletion of the contract. Radiographic Inspection filmfor each
vehicle may be discarded once the vehicle is accepted and the DD-250 is signed by the Governnent.

E. 9 LAV SLEP TEST AND EVALUATI ON REQUI REMENTS.

E. 9.1 TESTING OF SLEP PROTOTYPES. The Government will conduct testing of four (4) LAV-25 SLEP prototypes at a Government test
site(s) to be determned. The Government test sites, and actual number and type of test vehicles will be deternmined through the
Test Integrated Product Team (TIPT) process. Testing is expected to | ast approximately 150 working days and will consist of
safety testing, concurrent Devel opnental Testing (DT) and Operational Testing (OT) as well as RAMD testing of at |east 6,500
mles per test vehicle. Such testing shall be in accordance with the LAV SLEP Test and Eval uation Master Plan (TEMP), the LAV
Purchase Description and FOVLAV-DPS and a Governnent prepared test program plan. The extent of testing may be reduced at the

di scretion of the Test Integrated Process Team (TIPT).

E.9.1.1 FOLLOW ON TEST & EVALUATI ON (FOT&E) OF SLEP PROTOTYPES. The Governnent nay be required to conduct FOT&E upon conpl etion of
DT/ OT after the inplenmentation of any vehicle corrective actions as a result of DT/OT. FOT&E is expected to |ast approximately 65
cal endar days and will be conducted at a Government test site(s) to be determined. The length of FOT&E nay be extended at the

di scretion of the (TIPT).

E. 9.2 TEST MEETI NGS

E.9.2.1 TEST | NTEGRATED PROCESS TEAM (TI PT). The Governnment wi |l conduct regularly scheduled TIPT neetings (at |east 4 per year)
to finalize the Test Evaluation Master Plan and to develop the detailed test plan for DI. The Contractor will be required to
attend these neetings. The contractor will be notified by the Government of the date and | ocation of each TIPT neeting. The
duration of each neeting will not exceed three days and nay take place at one of the follow ng |ocations: TACOM Warren, M; Yuna
Proving Gound (YPG, Yuna, AZ, Aberdeen Proving G ound (APG, Aberdeen, MD. or Nevada Autonotive Test Center (NATC).

E.9.2.2 SCORI NG AND ASSESSMENT CONFERENCE. The Governnent will conduct Scoring Conferences throughout DT (approxinately 2 per)
to facilitate operational and hardware system assessnents of test data. The Scoring & Assessnent Conferences provide for

consi stent accounting of basic failures and operational (mssion) failures, as well as for schedul ed, unschedul ed, and essenti al
mai nt enance actions in order to evaluate RAMrel ated characteristics of the Light Arnpred Vehicle-Service Life Extension Program
(LAV-SLEP) vehicles. The Contractor is invited to attend each Scoring and Assessnment Conference as a non-voting menber. The
duration of each conference will |ast approximately three days and the Government will notify the Contractor prior to the start of
each conference of the date and | ocation.

E.9.2.3 TEST | NCl DENT REPORT (TIR) CLOSEOUT MEETI NGS. The CGovernnent will conduct TIR closeout neetings within 120 days after
conpl etion of DI/ OTl. The TIR closeout neeting will be held at PM LAV and the participants will include the Contractor, PM LAV
and representatives fromthe LAV Test Agency. Al open TIRs and FACARs will be discussed at this neeting to determne the status
and action required to bring themto closure.

E. 9.3 CONTRACTOR TEST SUPPORT. Also refer to C 15.9 and C 25.10 entitled Test Support. The contractor shall provide field
technical service representatives to support all test sites for the test duration. The contractor's Field Service Representative
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(FSR) shall advise and assist Government personnel w th operation, naintenance and repair of test vehicles and any other equi pnent
furnished under this contract. The FSR shall report to the test site(s) coincident with delivery of vehicle and shall remain for
the duration of the test(s). Technical assistance shall also consist of observation and assisting in assessment of problens. The
techni cal assistance shall also include prelinmnary investigation of test failures and the performance of on-site repair, as
requested by the Government, as well as provide spare/repair parts as required.

E. 9.3.1 RESERVED.
E. 9.4 TEST DEFI Cl ENCI ES.

E.9.4.1 DEFINITIONS: A failure is defined as an event, or state, in which the systemor a conponent of the test vehicle does not or
woul d not performas specified in the vehicle PD. A defect is defined as a nonconfornmance to a technical requirement. Defects
are classified as critical, major and minor, as defined in the PD and Failure Definition and Scoring Criteria (FDSC).

E. 9.4.2 | MPACT OF TEST FAI LURES/ DEFECTS. In the event of vehicle/conponent systemtest failures, the Governnent reserves the right
to retest the vehicle/systemupon correction of the defect(s) by the contractor. Corrective action nust be to the conplete extent
and duration specified in the test programor to such | esser extent as the PCO shall consider appropriate in his/her sole

di scretion. The Governnent shall have the right to extend the specified test period due to contractor induced delays to the test
programas a result of vehicle defects, retest of contractor's corrective action, or failure to adequately or tinmely furnish parts
support. Extensions to the test period as a result of contractor induced delays shall be at no additional cost to the Governnent.
The Contractor shall bear all costs for test delays which are its responsibility and shall reinburse the Government for its
addi tional costs attributable to such Contractor inducted delays in the conduct of the tests.

E.9.4.3 TEST I NCl DENT REPCRT (TIR)/FAI LURE ANALYSI S & CORRECTI VE ACTI ON REPORT ( FACAR).

E.9.4.3.1 PROCESSI NG TI Rs AND FACARs. The Governnent will provide the Contractor a copy of all TIRs generated as a result of
Governnment testing. One information copy will be provided to the contractor technical representative at the test site, and one
official copy provided by the PCO or COR to the contractor programoffice. Only TIRs affecting contractual conpliance or
performance will require a FACAR The Government, within 20 days after receipt of the TIR wll forward themto the contractor
el ectronically and informhimof those TIRs that will require a FACAR

E.9.4.3.2 Upon receipt of the Governnent's request for failure analysis, the Contractor shall prepare and subnmit a FACAR to AMSTA-
DSA-LV-P, electronically, in contractor format, per CDRL A007. The time frames specified for Critical, Major and Mnor TIRs in
E.9.4.3.3 and E. 9.4.3.4 shall apply. The following information shall be required on the FACAR as a m ni mum

Fai l ure anal yses report nunber.
Contract nunber.

Equi prent title.

Serial nunber of affected equi pnent.
Date of failure.

Type of Test that failed.

Ef fect on equi pnent.

Total test time at failure.

Failure analysis results.

Statenment as to whether this was a pattern failure.
Corrective action to be taken.
Measures to prevent future failures.

T T FTe "o a0 o

E. 9.4.3.3 | NTERI M FACAR RESPONSES. The contractor shall provide interimFACARs el ectronically to AMCPM DSA-LV-P (Ref. E. 9.4.3.2)
within the follow ng specified tinmelines:

Critical Test Incident - 48 hours after receipt of TIR

Maj or Test | ncident - Wthin 10 days receipt of TIR

M nor Test |ncident - 30 days No interimresponse required.
Info. Test Incident - 30 days, if required.

E.9.4.3.3.1 All interimresponses shall provide the status of the contractor's investigation, and proposed date for subm ssion of
the final response. The interimstatus shall be updated every 14 days subsequent to the initial submission. Al contractor
requests to extend or nodify the time period for subsequent interimresponses or final response nust be reviewed and approved by
the PM LAV Corrective Action Review Board (CARB) before an extension can be authorized.

E.9.4.3.4 FINAL RESPONSES. Final responses are required for all TIRs (Critical, Major, and Mnor), within 30 cal endar days after
receipt unless nodified as stated in E.9.4.3.3.1. The contractor shall indicate the corrective action status, either "Final" or
"Interint on each FACAR. The CARB wi || evaluate each FACAR and determine if it is closed or open. The PCO or his/her
representative shall notify the contractor if further information or action is required or if the TIRis closed.
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E.9.4.3.5 CORRECTI ON OF DEFI Cl ENCI ES. The Contractor shall be responsible for the correction of all deficiencies identified
during Governnent Devel opnent Testing/ Operational Testing (DT/OT) at no increase in estimated cost or price. A deficiency is
defined as a failure to achieve the requirenents of the Purchase Description. Correction of these deficiencies shall include:
Preparation of a Cass | Engineering Change Proposal (ECP) to incorporate the correction into the configuration of the affected
vehicles, in accordance with the requirenents for ECPs in Section C, and inplenmentation/installation of retrofit kits onto the
Phase | vehicles.

E.9.4.3.6 Gover nnment approval of a COD ECP does not relieve the contractor of the responsibility for neeting the requirenents of
this contract. The Governnment retains the right to retest the Contractor's correction/ ECP change to verify that it corrects the
deficiency. |If it is determned that the systemis still deficient, the Contractor will be required to correct the deficiency in
accordance with the requirenents of this provision. The Contractor's COD responsibility is not fulfilled until all test
deficiencies are resolved to ensure conpliance with the requirenments of the Purchase Description

PHASE 11 - PRODUCTI ON OPTI ONS

E. 10 LAV SLEP | NSPECTI ON AND ACCEPTANCE.

E. 10. 1 RESERVED

E. 10. 2 RESERVED

E. 10.3 FIRST ARTI CLE APPROVAL - GOVERNVENT TESTI NG ALTERNATIVE | AND ALTERNATI VE |1 - 52.209-4 (SEP
1989)

E. 10. 4 | NSPECTI ON AND ACCEPTANCE PO NT (UPGRADE KITS): Origin
E. 10.4.1 The contractor shall conduct Procurement Quality Assurance Inspections denpbnstrating conformty of each SLEP Vehicle and
or each LAV SLEP upgrade Kit as well as other deliverable conponents using the applicable draw ngs and specifications, QCl&TP and

Final Inspection Record (FIR) at the follow ng |ocations:

Contractor's Pl ant

Nane

Addr ess

Sub-contractor's Pl ant

Nane

Addr ess
E. 10.4.2 | NSPECTI ON AND ACCEPTANCE PO NT (| NTEGRATI ON OF SLEP UPGRADE KITS): Destination
E. 10.4.2.2 The contractor shall conduct a final inspection of each LAV SLEP Vehicle after they install the SLEP upgrade Kits.
This inspection shall be |AWthe requirenents of the LAV SLEP FIR  Vehicle acceptance shall be at the place of kit integration,

only after successful integration of kit conponents and conpletion of the FIR

E. 10. 5 I NSPECTI ON AND ACCEPTANCE PO NT. The inspection and acceptance of any data delivered under this contract shall be at
destination. Destination shall be those addresses set forth in the DD Form 1423 for each deliverable data item

E. 10. 6 QUALITY SYSTEM AUDI TS/ | NSPECTI ONS.  Ref erence paragraph E. 4 and E. 4.1.

E. 10. 7 | NSPECTI ON EQUI PMENT. Ref erence paragraph E. 5.

E. 10. 8 DRAW NGS FOR | NSPECTI ON. Reference paragraph E. 6.

E. 10. 9 VI SUAL | NSPECTI ON CRI TERI A FOR STEEL WELDMENTS. See paragraph E.7 and E. 7. 1.

E. 10. 10 SECTION 4 OF THE PURCHASE DESCRI PTION. Section 4 (inclusive), "Quality Assurance Provisions", of the Purchase Description
(Attachnent 1) constitutes quality assurance and testing requirements along with those requirements set forth in this contract.

E. 10.10.1 The contractor shall prepare certifications for naterial s/conponents as identified by the LAV-SLEP Purchase Description
to verify that the requirements of those particular naterial/conponents are net. These certifications nmust be substantiated with
docunented test reports, performance data, analytical data or vendor reports. Such docunentation nust be affixed to the
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certification. The contractor shall provide each certification to the Government at the tine of FPVI (ref. E. 11.2) for review and
approval. In the event that any certifications are disapproved by the governnment, the contractor shall conduct additional
tests/inspections or provide additional docunentation at no additional cost to the Governnent.

E. 10. 11 | NSPECTI ON OF GOVERNMENT FURNI SHED VEH CLES/ MATERI AL/ EQUI PMENT.

E. 10.11.1 The Contractor shall be responsible to inspect each vehicle prior to installing any SLEP upgrade in order to docunent
the vehicle condition upon receipt. This inspection shall be performed | AWthe LAV Autonotive/Hull |nspection Checklist,
provided as GFl. All deficiencies discovered during vehicle inspection shall be docunented on the Inspection Checkli st
(Deficiency Sheet) and subnitted to the Government on a Quality Deficiency Report (SF form368), within 15 days fromthe tine of
inspection | AWELIN A010. This inspection shall docunment the condition of each Governnment Furnished LAV upon arrival and
establish the vehicle baseline for acceptance after installation of SLEP upgrade kits. Al reported deficiencies discovered prior
to SLEP integration are the responsibility of the Governnent.

E. 10.11. 2 The Contractor shall be supplied GFM GFE as delineated in Attachment 2. Al G-M GFE received shall be inspected upon
receipt to docunment its condition and the proper quantity was received. Al deficiencies discovered during this inspection shall
be docunmented on a Quality Deficiency Report (SF form 368) and submtted to the Government, within 15 days fromthe time of
inspection | AWELIN A010. Handling of all GFM GFE shall be in accordance with the Contractor's Quality Program (Section C 4.1).
The CGovernnent will be responsible to correct all deficient GFM GFE unl ess the deficiency was caused by the contractor as part of
the SLEP integration process.

E. 10. 12 FI NAL | NSPECTI ON OF PRODUCTI ON VEHI CLES. The Contractor shall performfinal inspection of each LAV SLEP upgraded vehicle
after installation of SLEP upgrade kits, including test vehicles, AWthe requirenments specified or referenced in paragraph 4.5
(I'nclusive), "Quality Conformance Inspection" (QCl) of the LAV-SLEP PD (Attachnment 1). The final inspection shall be conducted
utilizing the Contractor prepared FIR delineated in Section C 24.1 of this contract and shall be conducted either at the
Contractor's facility or at the locations(s) where the Contractor installs the SLEP Upgrade Kits. Deficiencies detected during
the final inspection by the Contractor or Government shall be described in witing on the deficiency sheet attached to the FIR and
shal | be corrected by the Contractor prior to final acceptance by the Governnent. |If a trend of quality/workmanship or
integration deficiencies become apparent through QCl, the Government has the right to stop the installation of kits in the
remaining fleet of vehicles until the contractor corrects all the reported deficiencies.

E. 10.12.1 FINAL | NSPECTI ON OF SLEP UPGRADE KITS. The Contractor shall performa conplete inventory and final inspection of each
SLEP upgrade kit prior to delivery, utilizing the Contractor prepared Quality conformance |nspection & Test Procedures (QCl&TP)
delineated in Section C.24.2. The final inspection shall be conducted utilizing all applicable draw ngs, specifications, and
packaging lists for each SLEP conponent. Deficiencies detected during the final inspection of each kit, either by the Contractor
or Covernnment shall be described in witing and corrected by the Contractor prior to final acceptance of each kit. |If a trend of
qual i ty/ wor kmanshi p defici enci es becones apparent as a result of kit inspections, the contractor shall correct these deficiencies
in all kits not yet accepted by the Governmnent.

E. 10. 13 I N- PROCESS | NSPECTI ON. The Covernnent reserves the right to inspect end itens or any parts/conponents during all

manuf acturing processes and reject such material that does not conformto either Government or contractor draw ng/specifications.
Such inspections by the Government may be performed at the contractor's predeterm ned inspection stations. All deficiencies
detected during any contractor or Government inspection (end itemor in-process) shall be corrected by the contractor at no cost
to the Government. During any Covernnent inspection, the contractor shall provide assistance upon request.

E. 10. 14 ARMOR STEEL BALLISTIC TESTING If Arnor Plate (M L-A-46100 High Hard Steel (HHS) or M L-A-12560 Rolled Honbgeneous Arnor)
or equivalent is procured under this contract, the contractor shall be required to provide one plate of each thickness (12"x36")
to the Governnment for ballistic testing prior to its use in production. The PCO shall provide the contractor with the name and
address of the Government test site for ballistic testing 60 days after contract award. No arnor steel shall be used in LAV SLEP
vehicles until the Government has satisfactorily tested it.

E. 10. 14. 1 RETEST OF FAI LED BALLI STIC TEST SAMPLES. |f a test sanple fails ballistic testing, two retest sanples shall be
submitted fromthe same lot for ballistic testing. If the second sanple passes ballistic testing the ot is considered
acceptable. Failure of the retest sanple shall be cause to reject the entire lot.

E. 10. 15 CHANGE OF SUPPLIERS. |If the Contractor changes sources of supply for any vehicle conponents/material that affects

provi sioned itens, technical publications, certifications, or critical safety itens, the Governnment reserves the right to require
the Contractor to conduct another conponent level First Article Test. |If required, this testing shall be successfully

acconpl i shed at contractor's expense prior to acceptance of any item containing the conponent furnished by the different supplier.

E. 10. 16 QUALITY DEFI Cl ENCY REPORTS ( CONTRACTOR SUPPLI ED | TEMS) .

E. 10.16.1 The Contractor shall investigate, provide failure analysis, and propose corrective action to all Quality Deficiency
Reports (QDRS - SF 368) generated by the user. QDR investigations and failure analysis responses shall be linted only to those
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SLEP conponent s/ enhancenents, any itens/conponents that fail as a result of the SLEP conponents/enhancenents or that fail due to
the integration process under this contract. The Contractor shall conduct QDR investigations for a period of two years after the
last vehicle is delivered. Al QDRs will be submitted for response through the PCO. The Contractor shall notify the Governnent
(AVBTA- DSA-LV-P), within 10 days fromreceipt of each QDR if an exhibit is required for failure analysis. The exhibit request
shall include detailed instructions as to where the exhibit is to be sent along with a point of contact. Upon conpletion of the
Contractor's investigation, a QDR investigation report shall be prepared and provided (in contractor format), outlining the
results of their investigation, summary of any failure analysis performed, and proposed corrective action to AVMSTA-DSA-LV-P, | AW
CDRL A008. Al (DR responses and QDR investigation reports shall be provided to the Government within the following time frames:

a. Cat | - 20 days w o exhibit or 20 days after receipt of
requested exhibit

b. Cat Il - 30 days w o exhibit or 30 days after receipt of
requested exhibit

E.10.16.2 In the event that nore tine is required to conplete a QDR investigation, the Contractor may request that a one-tine
extension fromthe PCO be granted. This request nust be submtted to the PCO and shall include a conplete summary of the work
performed to date, and justification for the requested extension. In no event shall any QDR response due date be extended beyond
an additional 30 days.

E. 11 TEST REQUI REMENTS.

E.11.1 First Article Approval - Government Testing. The Provisions entitled, "First Article Approval -CGvernnent Testing (E. 10.3)
are applicable to this contract. The First Article requirenments (if the production option is exercised) are a First Production
Vehicle I nspection and a Product Verification Test.

E.11.1.1 The Governnent, at its discretion, may "Conditionally Accept" production SLEP vehicles and/or upgrade kits prior to
satisfactory conpletion of the first article requirenent in order to neet the vehicle delivery schedule. The contractor shall be
responsi ble for correction of all defects on SLEP upgrade kits not yet delivered as well as on

SLEP upgraded vehicles that were conditionally accepted by the Government prior to satisfactory conpletion of the first article
requi renent regardl ess of the conditionally accepted vehicle's geographical |ocation. Final acceptance by the Governnment of such
conditionally accepted SLEP upgraded vehicles or kits shall be made upon satisfactory conpletion of the first article requirenent
and when all defects on the conditionally accepted vehicles are corrected to the satisfaction of the Governnent.

E.11.1.2 In the event that during the course of the contract, the place of manufacture of end itens changes geographi cal
| ocations, the Government at its discretion may elect to have the contractor repeat all or portions of the first article
requirenents.

E. 11. 2 FI RST PRODUCTI ON VEH CLE | NSPECTI ON ( FPVI).

E.11.2.1 Pursuant to the General Provision entitled, "First Article Approval Governnent Testing" of this contract, the first
production vehicle of each variant type shall be subjected to inspections by the Contractor and Governnment. These inspections
shal |l be in accordance with the provisions contained in this contract and as stated or referenced in the LAV SLEP Purchase
Description (Attachment 1). At |east 20 cal endar days prior to submi ssion of the FPVI vehicle of each variant type for final
inspection, the Contractor shall furnish witten notice to the PCO of the time and | ocation of the inspection, so that Governnent
representatives may witness and participate in the inspection(s). The contractor shall make available to the Governnent any
records of inspection and tests that have previously been conducted on the FPVI vehicle and their conponents.

E.11.2.2 FPVI REPORT. An FPVI report shall be prepared and submitted to Governnent, | AW CDRL A005. The test report shall be
prepared in Contractor format and shall identify all tests and inspections conducted and report all deficiencies detected. The
report shall specify the corrective action taken for each reported deficiency and the action taken to preclude this discrepancy
from being repeated on follow on production vehicles.

E. 11.2.3 FPVI APPROVAL. The PCO shall, by witten notice within 20 cal endar days after receipt of the FPVI report, conditionally
approve or reject the FPVI vehicle. The notice of approval or conditional approval will not relieve the contractor from conplying
with all requirements of the LAV SLEP PD and all other ternms and conditions of this contract. A notice of conditional approval
shall state any further action required of the Contractor for the applicable first production vehicle. A notice of disapproval
shal | explain the reasons for the disapproval.

E.11.2.3 FPVI RE-INSPECTION. If FPVI is disapproved by the Governnent, the Contractor shall nake any necessary changes,

nodi fications, or repairs to the first production vehicle. Once the Contractor has taken corrective action, the Government has
the right to repeat any or all of the first production vehicle inspections. The Governnent shall have the option to select

anot her production vehicle to repeat any or all of the first production vehicle inspections in lieu of the original first
production vehicle. Upon conpletion of any repeat inspection(s), the contractor shall again submt an inspection report. The
contractor shall bear the responsibility for delays resulting fromadditional first production vehicle inspection(s). Contractor
failure to conplete FPVI in a tinely manner shall constitute failure to nake delivery within the neaning of the "Default" article
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of the contract and subparagraph (d) of the contract's "First Article Approval - Covernnment Testing" clause.

E. 11.2.4 FPVI VEH CLE STANDARD. After conpletion of FPVI, the First Production Vehicle of each variant type may, at the

di scretion of the Governnment, be retained as the manufacturing standard until conpletion of the production run and submtted as
the last unit to be delivered under the contract. Al configuration changes as a result of drawi ng and/or specification

nodi fications taking place after the FPVI shall be nmade to the First Production Vehicle so it will be representative of the
current configuration throughout the life of the contract.

E. 11. 3 PRODUCTI ON VERI FI CATI ON TESTI NG ( PVT).

E.11.3.1 After successful conpletion of FPVI and Pursuant to the General Provision entitled, "First Article Approval Governnent
Testing" and Section E. 10.3 of this contract, three (3) LAV-25 SLEP vehicles shall be selected after all SLEP upgrade kits have
been installed and undergo PVT. PVT verifies that the Contractor's production process is in control and will not degrade the
vehicle fromits original performance characteristics as described in the LAV SLEP PD and the FOLAV-DPS. Subsequent PVTs may al so
be conducted on two (2) each of the renmmining LAV SLEP Variant types (optional) after successful conpletion of FPVI of each
variant type. The PVT vehicles shall be subject to PVT as follows:

Vehicl e Quantity M | eage Dur ati on
LAV- 25 3 (2) 6,000 ea. 180 Worki ng Days
(1) Performance

LAV- MRV( OPTI ONAL) PVT

LAV- CC 2 ea. (1) 6,000 150 Worki ng Days
LAV- AT or LAV-25 (TOW (1) Performance Per Vari ant

LAV- L

LAV-R

LAV- M

LAV- AD

MEWSS

The PVT shall be conducted by the Government at any one or all of the follow ng Government Test Sites: APG YPG EPG or
NATC. The final test locations shall be identified through the TIPT process and described in the Detailed Test Program
Pl an. Such testing shall be in accordance with the LAV SLEP Purchase Description and a Governnment prepared test program
plan. The extent of testing may be reduced at the discretion of the Government. Final acceptance of the PVT vehicles
shal | not occur until testing has been conpleted and all test deficiencies corrected to the satisfaction of the
Governnment. A Covernnment prepared test programplan will be provided to the Contractor for infornmation purposes prior to
the start of PVT.

E.11.3.2 PVT starts with the first day of perfornmance or RAMtesting. The test day count will be stopped only by a delay in
repair parts replacenent by the Contractor. Any delay over 48 hours shall be considered a test stoppage unless authorized by the
Governnment. The Contractor shall not be charged for a test stoppage for delays in testing due to crew or maintenance error, gross
negligence, or abuse. The test duration specified in E. 11.3.1 is based on working days 5 days per week.

E. 11.3.3 The test vehicles shall be equi pped with Government furnished test nmeasurenent instruments. The instrunments shall

provi de daily recordings of the engine RPM vehicle speed, distance traveled, and lateral Gforces in relation to the time of day.
Dai ly recordi ngs shall be made throughout Government testing at all test sites. Data obtained fromthis test instrumentation
will be rmade available to the Contractor on an as required basis.

E. 11.4 CORRECTI ON OF DEFICIENCIES - PHASE Il1. The Contractor shall be responsible for the correction of all deficiencies
identified during Government First Article Testing at no increase in cost/price. A deficiency is defined as a failure to neet the
requirenents of the Purchase Description. Correction of these deficiencies shall include: Preparation of the ECP after
Gover nment approval, including:
\' b7 \*\' b7Docunent ati on changes/updates (ILS corrections, TDP updates, Ms, etc.) in accordance with the
Confi guration Managenent provisions in Section C
Acquisition, delivery, and installation of ECP retrofit kits onto all affected vehicles (either
conditionally accepted or "in-process" prior to acceptance).
Revi si on of upgrade kits, either conditionally accepted or in-process to reflect the configuration
changed effected by the ECP.

E.11.4.1 Government approval of a COD ECP does not relieve the Contractor of the responsibility for neeting the requirenents of
this contract. The Governnent retains the right to retest the Contractor's correction/ ECP change to verify that it corrects the
deficiency. |If it is determined that the systemis still deficient, the Contractor will be required to correct the deficiency in
accordance with the requirements of this provision. The Contractor's COD responsibility is not fulfilled until all test
deficiencies are resolved to ensure conpliance with the requirements of the Purchase Description. |f the Contractor elects to
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have Government personnel performany of the kit installation effort at the field units under the "Option 2" approach (ref. C. 21),
the Contractor shall maintain responsibility for correcting any deficiencies related to the Governnent installation effort. Per
C. 21, the Contractor shall not be held responsible for correcting any vehicle defects unrelated to the installation effort or the
interface with the upgrade Kkits.

E.11.5 CONTRACTOR TEST SUPPORT. All of the requirenments of paragraph E.9.3 shall apply to Phase II.

E.11.6 TEST DEFICIENCIES. Al of the requirenents of paragraph E. 9.4 (inclusive) shall apply to Phase Il with the exception of
Correction of Deficiencies (COD). The COD requirenents of paragraphs E. 11.4 shall apply to Phase II.

E. 11.7 TEST MEETINGS. The Governnent will conduct approxinmately 4 Test Integrated Process Team neetings (TIPT) a year

approxi mately 2 Scoring and Assessnment Conferences in support of the PVT for each variant. The duration of each neeting or
conference will |ast approximately three days and the Government will notify the Contractor prior to the start of each conference
of the date and location. Al of the requirements of paragraph E. 9.2 (inclusive) shall apply to PVT.

*** END OF NARRATIVE E 001 ***
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SECTI ON G - CONTRACT ADM NI STRATI ON DATA

LI NE PRON OBLG STAT/ | NCREASE/ DECREASE CUMULATI VE
| TEM AVE CD ACRN JOB ORD NO PRI OR AMOUNT AMOUNT AMOUNT
1005AD T112T5204K AC 2 $ 0.00 $ 31,411.00 $ 31,411.00
1005AE  T112T5204K AC 2 $ 0.00 $ 27, 803. 00 $ 27, 803. 00
1005AF T112T5204K AC 2 $ 0.00 $ 3,518. 00 $ 3,518. 00
1013AA  T112T5194K AC 2 $ 0.00 $ 10, 228. 00 $ 10, 228. 00
NET CHANGE $ 72, 960. 00
SERVI CE NET CHANGE ACCOUNTI NG | NCREASE/ DECREASE
NAVE BY_ACRN ACCOUNTI NG CLASSI FI CATI ON STATI ON AMOUNT
Mari ne Cor ps AC 17 121319M7KE0000080200674432DC1555A00001MPR1AD3 72,960. 00
NET CHANGE 72,960. 00
PRI OR AMOUNT | NCREASE/ DECREASE CUMULATI VE
OF AWARD AMOUNT OBLI G AMI
NET CHANGE FOR AWARD: $ 7,072, 052. 00 $ 72, 960. 00 $ 7, 145, 012. 00
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